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FITT III - CVS 2 

(PART III - SECTION 2 ] 
पेटेन्ट कार्यालय द्वारा जारी की गई पेटेन्टों और डिजाइनों से सम्बन्धित अधिसूचनाएं और नोटिस . 
[Notifications and Notices Issued by the Patent Office relating to Patents and Designs ) 


THE PATENT OFFICE 


Telegraphic address “ PATENTOFIC " 


PATENTS AND DESIGNS 

Patent Office Branch , 61, Wallajah Road , Madras-600 002 . 
Calcutta , the 8th February 1992 

The States of Andhra Pradesh , Karnataka , Kerala , 

Tamilnadu , and the Union Territories of 
ADDRESS AND JURISDICTION OF OFFICES OF 

Pondicherry , 

Laccadive , Minicoy and Aminidivi Islands. 
THE PATENT OFFICE 

Telegraphic address “ PATENTOFIS” . 
The Patent Office has its Head Office at Calcutta and 
Branch Offices at Bombay , Delhi and Madras having terri 

Patent Office , (Head Office ) , “ NIZAM PALACE " 2nd 
torial Jurisdiction on a zonal basis as shown below : 

M . S . O . Building, 5th , 6th and 7th Floor, 234 / 4 , Acharya 

Jagadish Bose Road , Calcutta -700 020 . 
Patent Office Branch , Todi Estates, III Floor, Lower Parel 
(West ) , Bombay -400 013 , 

Rest of India . 
The States of Gujarat, Maharashtra , and Madhya Pra 

Telegraphic address " PATENTS ” . 
desh , and the Union Territories of Goa , Daman and 
Diu and Dadra and Nagar Haveli . 

All applications, notices statements or other documents 
Telègraphic address " PATOFFICE ” 

or any fees required by the Patents Act , 1970 or the Patents 

Rules , 1972 will be received only at the appropriate Offices 
Patent Office Branch , Unit No . 401 to 405 , III Floor , 

of the Patent Office , 
Municipal Market Building , Saraswati Marg , Karol Bagh , 
New Delhi- 110 005 . 

Fees : - The fees may ither be paid in cash or may be 

sent by Money Order or Postal Order payable to the Control 
The States of Haryana , Himachal Pradesh , Jammu and ler at the appropriate Offices or by bank draft or chegue , 
Kashmir , Punjab , Rajasthan and Uttar Pradesh and the payable to the Controller drawn on a scheduled bank at the 
Union Territories of Chandigarh and Delhi. 

place where the appropriate office is situated . 
1 - 447 GI/91 
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पेटेट कार्यालय 

पटट कार्यालय शाखा , 
एकस्व तथा अभिकल्प 

61 , बालाजाह रोड , 

मद्राम - 600002 
कलकत्ता , दिनांक 8 फरवरी 1992 
पेटेट कार्यालय के कार्यालयों के पते एवं क्षेत्राधिकार 

आन्ध प्रदश , कर्नाटक , केरल , तमिलनाड , राज्य 

क्षेत्र एवं संघ शासित क्षेत्र पाण्डिचेरी, लक्षष्नाप . 
पटेट कार्यालय का प्रधान कार्यालय कलकत्ते में अधित है तथा 

मिनिकाय तथा एमिनिदिधी द्वीप । 
बम्बई , दिल्ली एवं मद्रास में इसके शाखा कार्यालय है , जिनके 
प्रादेशिक क्षेत्राधिकार जोन के आधार पर निम्न रूप में प्रशित 

तार पता-- - पटटोफिक " 
है : - - 

पंटेट कार्यालय (प्रधान कार्यालय ) 
पटेट कार्यालय शाखा , टोडी इस्टट 

निजाम पैलेस , विवतीय महतलीय कार्यालय 
तीसरा तल , लोअर परल ( पश्चिम ) , 

भवन , 5 , 6 तथा 7वां सल , 
बम्बई - 400013 

234 / 4 , आचार्य जगदीश बोस राउ 
गुजरात , महाराष्ट्र तथा मध्य प्रदर राज्य 

कलकत्सा - 700020 
... क्षेत्र एवं संघ शासित क्षेत्र गोआ , दमन तथा 
दिव एवं दादरा और नगर हवेली । 

भारत का अवशेष क्षेत्र । 
तार पता - - "पटोफिस " 

तार पता -- पटेट्स " 
पेटेट कार्यालय शाखा , 
एकक सं . 401 से 405 , तीसरा नल , 

पेटेंट अधिनियम , 1970 या पेटेट नियम , 1972 में अपे 
नगरपालिका बाजार भवन , 

क्षित सभी आवेदन पत्र , सूचनायें , विवरण या अन्य प्रलेख पेटेट 
सरस्वती मार्ग , करोल बाग , 

कार्यालय के केवल उपर्युक्त कार्यालय में ही प्राप्त किए जायेंगे । 
नई दिल्ली -110005 

शुल्क : - शल्कों की अदायगी या तो नकद की जाएगी अथवा 
हरियाणा , हिमाचल प्रदेश , जम्म तथा कश्मीर 

उपर्युक्त कार्यालय में नियंत्रक को भुगतान योग्य धनादेश अथवा 
पंजाब , राजस्थान तथा उत्तर प्रदेश राज्य क्षेत्रों 

डाक आदेश या जहां उपर्यक्त कार्यालय अवस्थित ह ; उस स्थान के 
एवं संघ शासित क्षेत्र चंडीगढ़ तथा दिल्ली । 

अनुचित बैंक से नियंत्रक को भुगतान योग्य अंक डाफ्ट अथवा 
तार पसा - "पटोफिक " 

चंक द्वारा की पा सकती ह । 


THE PATENT OFFICE 
" NIZAM PALACE ” , 2ND , M .S.O . BUILDING 
234 / 4 , ACHARYA JAGADISH BOSE ROAD , 

CALCUTTA - 700020 


CORRIGENDUM 


In the Gazette of India Part III , Section 2, dated the 
10th August 1991 , Page - 49 , Column- 1 , under heading ( Ces 
sation " of Palents . 
___ Delete Patent No. 153165 . 


950 / Cal / 91 SAHDEO PRASAD SINGH. LOCALL LINE 

COMMUTATED INVERTER - AN IMPROVED 
INVERTER SYSTEM USING LINE COMMU 
TATION AND GIVING SINUSOIDAL OUT 

PUT VOLTAGE. 
951 / Cal / 91 RFT7. INTERNATIONA, INC., METHODS 

FOR DEWATERING COAL AND MINERAL 
CONCENTRATES . CONVENTION DATE 

13th May , 1991 , No. 2, 042, 481, CANADA. 
952 ,/ CAI / 91 LENZING AKTIENGESELLSCHAFT. 

METHOD FOR THE MANUFACTURE OF 
CELLULOSIC MOULDINGS. 

The 27th December 1991 
953 / Cal / 91 PANKAJ KUMAR MITRA. A PRIVATE 

COMRINFT) VOICF ANT) DATA TELECOM 
MTINICATION SYSTEM SUITABLE FOR 
PERFORMING ROTH VOICE AND DATA 
COMMUNICATIONS OVER THE SAME 

I.INES . 
___ 954 / Cal / 91 FORCHST AKTIENTFSFIT SOHAFT . PRO 

CESS FOR THP PREPARATION OF 0 - NIT . 

TROPIENETOLE . 
055 Cal / 91 ATLAS COPO TUNNPUTING ANT) MIN 

ING AR METHOD OF MANUFACTURING 
A ROCK BOLT . 


THE PATENT OFFICE 


Calcutta, the 8th February 1992 


APPLICATION FOR PATENTS FIT FD AT THE HEAD 
OFFICE 234 / 4, ACHARYA JAGADISH BOSE ROAD , 

CALCUTTA-20 


The dates shown in tho creycent brackets are the dates 
claimed under section 135 , of the Patents Act 1970 . 


The 26th December 1991 
040 / CAT /91 SAHNFO PRASAD SINGH AN IMDPOVED 

PWM INVERTER BASED ON A NPW MT 
CROPROCESSOR BASED SINUSOIDAL 
PULSE WIDTH MODUI.ATION TECHNIQUE . 


956 / Cal / 91 RIIARTIA FIECTRIC STEET MPANY 

LIMITED NOVET SPIE STEEDING AR 

RANGEMENT FOR WAGON RAGIPS . 
947 / Cal /91 VOUST - ATPTNE INNTISTPTUANT AGENRATT 

GEÓTTI SCHAFT MAH HOT TEST RECY 
CLING PROCESS AND APPARATUS , 
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The 30th December 1991 

348 / Bom / 1991 DART Consultants Pvt. Ltd . Improved 

dovice for fusing press to optimiso energy con 
958 / Cal / 91 RICHTER GEDEON VEGYESZETI GYAR 

sumption and increase productivity . 
RT. NOVEL, 14 -( N -SUBSTITUTED AMINO 
METHYL ) EBURNANE DERIVATIVES , 

APPLICATIONS FOR PATENTS FILED AT 
PROCESS FOR THEIR PREPARATION AND 

THE PATENT OFFICE BRANCH 
COMPOSITIONS CONTAINING THEM . 

61, WALLAJAH ROAD , MADRAS -600 002 
The 01st January 1992 

The 3rd December 1991 
01/ Cal 92 PECHINEY ELECTROMETALLURGIE . PRO 

885 /MAS /91 Girivas Viswanath Shet. An invention which 
CESS FOR DIRECT NITKIDING OF METALS 

18 vue woich keeps away evil spirits by Witch 
OF LOW MELIING POINT . 

crafts from bumau beings both from the point of 
02 / Cal /92 ETHICON , INC . PULL - THROUGH CIRCU . 

vicw of homes & body . 
LAK ANASTOMUSIC INKALUMINAL SIAP 

886 /MAS / 91 Aran Fire & Safety (UK ) Limited . Improve 
LER WITH ABSORBABLE FASTENER 

meuls in or relaung to sately helmets . Deccm 
MEANS, 

ber 4 , 1990 ; Great Britain ) , 
03 / Cal/ 92 MITSUI TOATSU CHEMICALS INCOROPO 

887 /MAS/ 91 Mars Incorporated . Coin guiding device. 
RATED . PRUCESS OF PRODUCING A 

(December 4 , 1990 ; United Kingdom ). 
RUBBER MODIFIED STYRENE COPOLY 
MER . Divisional to applcation No. 626 , Cal / 88 888 /MAS /91 Union Oil Company of California . Method 
dt, 28- 7 - 1988. 

for selectviely reducing subterranean water per 
04 / Cal /92 BTR PLC . VALVE DISC AND DRIVE SHAFT 

nicabulily . 
ASSEMBLY CONVENTION DATE 04th 889 /MAS /91 Indian Space Research Organisation . A pro 
January , 1991. No. 9100107 . 3 U . K . 

cess of galvanic bdlack anodizing on magnesium 
05 / Cal / 92 BTR PLC . METHOD OF ATTACHING A 

lithium alloy substrates . 
VALVE DISC TO A DRIVE SHAFT , CUN 

890 /MAS /91 Indian Space Research Organisation . An im 
VENTION DATE 04th January 1991. No. 

proved proces of gold plating on subgtrates of 
9100109. 9 . U . K . 

magnesium alloys. 
APPLICATIONS FOR PATENTS FILED IN THE 

The 4th December 1991 
PATENT OFFICE BRANCH AT TODI ESTATES , 3rd 
FLOOR , SUN MILL COMPOUND , LOWER PAREL (W ) , 891/MAS / 91 Astra Research Centre India . New Tocombi 
BOMBAY - 400013 . 

nant plasmids. 
The 4th November 1991 

892 / MAS /91 Henkel Kommanditgesellschaft auf Aktien . 

Mixtures of fatty alkyl lower alkyl osters having 
336 / BOM /91 Raghuvir Singh Hada, Floor cleaning poder . 

improved low -temperature stability , 
337, /BOM /91 Thermax Ltd . , A method of manufacturing 893 /MAS / 91 Mars Incorporated . Coin validators . (De 
macro porous anion cxchange resins , 

cember 7 , 1990 ; United Kingdom ) . 
The 6th November 1991 

894 / MAS / 91 Mars Incorporated . Moncy Validators . (De 
338 /BOM /91 Prabhakar Ganesh Bhide. Automatic Fuel 

comber 7, 1990 ; United Kingdom ) . 
Delivery Takeover Systom . 

The 5th December 1991 
The 7th November 1991 

895/MAS /91 TI Diamond Chain Limited . Roller chain 
339 ; BOM /91 Sharatchandra Dattatraya Tase , Domestic 

with hard chrome plated pins and its manufac 
Kitchen -waro cleaner . 

ture 
The 15th November 1991 

896 /MAS / 91 Ninan Sajeeth Philip Vadakkeparampil. A 

Universal computer virus vaccino . 
340 / BOM /91 Mahangarç Ulbas Ramchandra. Sliding and 

897 /MAS / 91 E . J. Brooks Company . 
holding assembly for power hacksaw frame usc 

Improved rotatable 
ſul in the minor power hacksaw machinc . 

seal. 
341 / BOM / 91 Uppala Sridhararao . Mechanism for continu 

898 /MAS /91 The South India Textile Resoarch Association , 
ous conversion of reciprocatory motion to rotary 

" Acid treatment plant for treating top roller 
notion and vice versa as applied to heat engines 

cots " to improve the quality of Indian yarns . 
compressors and allied equipmçnt whilo using 

The 6th December 1991 
pairs of piston cylinder in opposition . 

899 /MAS / 91 Astra Research Centro India . A method for 
342 / BOM /21 Mohsin Ismailbhai Munsuri. Horizontally 
splittablo universal pipe socket T - cou 

preparing a coated matrix . 

& for 
different sized /woighted soft faced hammer / 900 /MAS /91 Astia Research Centre India . Diagnosis of 
mallet heads and handle therefor . 

plasmodial infections. 
The 1911 November 1991 

901 /MAS /91 Merlin Gerin . Extended range neutron detec 

tion device for inonitoring and control of nuclear 
343 / Bom / 1991 Thermax Ltd . A furnace /boiler / combustor 

l ccators. 
The 20th November 1991 

APPLICATIONS FOR PATENTS FILED AT THE 
344 / Bum / 1991 Mipak Plastics Pvt. Ltd . Improvements in or PATENT OFFICE BRANCH , MUNICIPAL MARKET 
relating to moulded plastic bottles . 

BUILDING , IIIRD FLOOR , KAROL BAGH , 
345 / Bom / 1991 Hindustan Lever Ltd . UK . Filed 20 - 11- 1990 . 

NEW DELHI- 110005 
Detergent compositions. 

The 28th October 1991 
The 22nd November 1991 

1037./Del /91 Ram Prasad , " A new double /single distilled 
34G / Bom / 1991 Hindustan Lever Ltd , Compositions. 

water plant fully automatic without automation . 

1038 /Del /91 The B .F . Goodrich Co., “ Improved vinyi 
347 / Hom / 1991 Hindustan Lover lid . Synergistic composi 

halide aqueous polymerization dispersant sys 
tiony, 

tcm " . 
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1039 / Del /91 Braunschweigische Maschinenbauanstalt AG ., 

" Continuously working centrifuge for spinning 
olt sugar massecuilcs . 


The 1st November 1991 
1059 / Del / 91 Sidwal Refrigeration Industries Pvt. Lid ., " An 

air conditioning unit " . 


1060 / Del /91 Purshotam Khanna , " Multiplc bridge system 

for non - stop rapid transport movement on road 
crossing for energy conservation and pollution 
control" . 


The 29ın October 1991 
1040 / Del/91 Council of Scientilic & Industrial Resourch , 

An improved process for the preparation of zine 
& copper zin alluy matirices having iniproved 

Corrosion , resistance properties " . 
1041 /Del /yl Council of Scientilic & Industrial Kesearch , 

" An improved process for the production of glu 

coamylase cnzynie " . 
1042 / Del / 91 Council of Scientific dic Industrial Research , 

" A process for the preparation of crystallino 
vinyi aromatic polymers having a predominantly 

syndiolactic structure " . 
1043 / Del/91 Council of Scientific & Industrial Research , “ A 

process for the synthesis of Novel glycopeptide 
N - acetyl- normuramyl- L - N -methylvalyl- D isoglu 
lamine " . 


1061 / Dei /91 Purshotam Khunna , " Electricity generation sys 

lem through running trains " . 
1002 /Del /91 Castolin Ş. A ., " Multi-wire arc spray gun for 

wire spraying " . 
1063/ Del/ 91 Castolin S .A ., " Process and apparatus for the 

production of protective layers " , 
1064 , Del/ 91 The Lubrizol Corporation , " Composition and 

inethod relating to diesel powered vehicles" . 


1044 / Del/91 Arbed S.A ., " Top lowing retning lance " . 
1045,/ Del / 91 Castolin S . A ., " Process for the production of 

layers with a high bonding strength " . 


The 4th November 1991 
1005 / Del / y1 The Procter & Gamble Co., " Improving the 

color of surfactant agglomerates by admixing a 

solid bleaching agent" . 
1066 / Del/ 91 Nirankar Tyagi, " 2500KN , 2000 brick /hour 

capacity , hydro -mechanical press for automatic / 
mechaniscd manufacture of sand -lime of flyash 
band -lime bricks" . 


The 30th October 1991 
1046 /Del /91 General Electric Co ., “ A startnig aid for an 

electrodcless high intensity dischargo lamp" . 
1047,/ Del/91 The Procter & Gamble Co., " Procoss for agglo 

merating aluminosilicate or layered silicato deter 

gent buildery " . 
1048 / Del / 91 The Procter & Gamble Co ., " Sanitály napkin , 

having components capable of separation in 

use " . 
1049 /Del/ 91 Thc Procter & Gamble Co., " Cosmetic con 

position " : 
1050 /Dcl / 91 Westervaeldų \ ligulwerk Geihard GMBH , 

Ariangement for securing a unit lood " . 
1051 , Del /91 Westerwaeldei Eiseiii cık Gerhard GMBII., 

Unit load " . 
1052 /Dc1 / 91 Solvay (Societe Anonyme), " Calalyuc solid 

usable for the stereospeculic polymerisation of 
alplia -oleflis, process for preparing it and process 
for polymerising alpha - oletins in its presence " . 


1067 /Delj91 James H . Martin , “ Adjustable dose dispen 

ser " , 
1068 /Del / 91 Concentric Pumps Lid . , " Gerotor pumps " . 

(Convention datc 10th November 90 ) ( U . K .) . 

6th November 1991 
1069 / Del / 91 Er. Vishwanath ., " V . N . Hydro gravitational 

power chakky " . 
1070 /Del /91 Sucietc Electromecanique Du Nivernals Scini, 

" Centrifugal motor - driven pump" . 
1071 /Del , 91 Rohm & Haas Co ., " Acidic catalyst for con 

densation reactions " . 
1072 / Del ; 91 Interlego A .G . , " A toy building sct" . 
1073 / Del ; 91 Interlego AG ., " A wheel for a toy building 

sel" 
1074 /Del / 91 Interlego A .G ., " A screw for a toy building 

sel " . 
1075/Dol /91 Toyo Engineering Corporation , " Reactor". 


The 31st October 1991 


The 7th November 1991 


1076 / Del / 91 Suresh Sethi, " Modified hoad lights for auto 

mobiles with convex reflectors " . 


1053 / Del/ 91 The Procter & Gamble Co ., " Fibrouş superab 

sorbent core having integrally attached hydro 

phobic facing layer" . 
1054 / Del/ 91. Mahendra Bulsaj Medirattu , “ Procse of liquid 

gasket (gashet in paste liquid form & product 

1hercof)" . 
1055 / Del /91 Imperial Chemical Industrios PLE , " Reactive 

dyes " . ( Convention date 16th November 90 ) 
( U . K . ). 


1077 / Del / 91 Richter Gedeon Vegyeszeti Gyar Rt., " Process 

for preparing 1 - 2 - 15 -dimethylaminomethyl - 2 
furyl methyl- thioethyl] -amino - 1 - methyla 
mino - 2 -nitroethylen 


1078 /Del/ 91 Motorola , Inc., " A network of trunked com 

munication systems for supporting subscriber 
units roaming from system to system " . [Divi 
sional date 19th December 1988 ) . 


The 81h November 1991 


The 31st October 1991 
1056 / Del /91 Colgate -Palmolive Co. , " Concentrated liquid 

detergent composition containing alkyl benzene 

sulfonate and inagnesium " . 
1057 / Del / 91 Colgate - Palmolive Co., " Process for producing 

concentratecl liquid detergents containing magne 
sium alkyl-Lenzenc sulfonate and alkanola 

niide " . 
1058 / Del /91 Arvind Kumar , “ Process to manufacture some 

mcdicinal articles for mouth -picce and ear-piccc 
of the elephon s reciever to make them free from 
somc hazardus oro pharyngcal. Eur and other 
air born discascs or / and prevent to becoining A 
haibour of these diseascs" . 


1079 / Dol / 91 Tlie Procter & Gamble Co., " Syndet bar with 

long chain alkyl sulfates for improved process 
abiilty and bar characteristics" , 


1080 /Del/ 91 Carold Pichette , “ An anchoring plate destined 

to retain a pair of panels and a wall structure" . 

[Divisional dute 6th June 1988 ). 
1081 /Del /91 Rohm & Haas Co ., " Propanil dispersible gra 

Dule formulation " , 
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Alternation of date Under Section- 16 
170079 
( 193 / Del / 88 ) Ante dated to September 17 , 1985. 
170080 
( 415 / Del / 69 ) Ante duled to July 28, 1986. 
170090 
( 106 / Cel/ 90) Ante dated to June 18, 1987 . 
170108 
( 629 / DGI / 87 ) Antc dated to January 8, 1985. 
170109 
( 912./ Del / 87 ) Ante dated to December 12, 1984 . 
170110 
( 1121 / Del / 88 ) Ante dated 10 April 29 , 1986 . 


नीचे सूचीगत विनिर्देशों की सीमित संख्यक मुदित प्रतियां , 
भारत सरकार बक डिपो , 8 , किरण शंकर राय रोड , कलकत्ता 
में विक्रय हतु यथा समय उपलब्ध होंगी । प्रत्येक विनिर्देश का 
मुल्य 2/ - रु . है ( अतिरिक्त डाक खर्च ) । मुद्रित विनिर्देश 
को आपति हत मांग -पत्र के साथ निम्नलिखित सूची में यथा 
प्रर्दाशत विनिशों की संख्या संलग्न रहनी चाहिए । 

रूपांकन (चित्र आरखों) की फोटो प्रतियां र्याद कोई हो , के 
साथ विनिद शों की टंकित अथवा फोटो प्रतियों की आपति 
पंटट कार्यालय , कलकत्ता द्वारा विहित लिप्यान्तरण प्रभार , जिसे 
उक्त कार्यालय स पत्र व्यवहार द्वारा सुनिश्चित करने के उपरांत 
उसकी अदायगी पर की जा सकती है । विनिश को पृष्ठ संख्या के 
साथ प्रत्येक स्वीकुस विनिवेश के सामने नीचे वणित चित्र आरख 
कागजां को जाड़कर उसे 4 से गुणा करके; ( क्योंकि प्रत्येक पृष्ठ 
का लिप्यान्तरण प्रभार 4/ - रु . ह ) फोटो लिप्यान्तरण प्रभार 
का परिकलन किया जा सकता ही 


COMPLETE SPECIFICATION ACCEPTED 


Notice is hercby Liven that any person interested in oppos 
ing Ine giant of pulents on any ol the Applications concern 
ea , ingy , ill any line within four months of the date of this 
issue or within slich lurther period not cxccedig one month 
applied for on Form 14 prescribed under the Patents Rulcs , 
1972 before the expiry of the said period of four months , 
givçn notice to the Controilcr of Patents on the prescribed 
Form 15 , of such opposition. The written statement of 
opposition should be hled alongwith the said notice or with 
in one month of its dato as prescribed in Rule 36 of the 
Patents Rules , 1972 , 


Tlie classilications given below in respect of each specifi 
cation are according to Indian Classification and International 
Classification . 


Incl . Cl. : 35E . 

170071 
Int . CI . : C04B 35 / 02 . 

PROCESS OF FORMING A REFRACTORY MASS ON 
A SURFACE , 

Applicant : GLAVERBEL , « Belgian company, of Chaus 
sce de La liulpe 166 , B - 1170 Bruxellos , Belgium , 

laventors : PIERRE ROBYN , LEON -OHUKUOVE MOT 
IET & PURRE DESCHEPPER . 


A limited number of printed copies of the specificationis 
listed below will be avulable for sule from the Government 
of India Book Depot, 8 , Kiran Sankar Roy Road , Calcutta , 
in due course . Tlic price of cacli spccification is Rs. 2 / 
( postage extra ). Requisilion for the supply of the printed 
spccífications should be accompanied by the number of tho 
specifications as shown in the following list. 


Application for the Patent No. 1002 / DEL/ 85 filed on 
28th Novembe1 , 1985 . 


Convention date 26th January, 1985 / 8502008 / U . K . 


Appropriate oflice for opposititin proceedings ( Rule 4 
Patent kule 1972 ) Patent Otice Branch , New Delhi- 110005 . 


Typed or photo copies of the specifications together with 
photo copies of the druwings , if any , can be supplied by the 
Patent Office , Calcutta on payment of the prescribed copy 
ing charges which may be ascertained on application to that 
office. Photo copying charges may be calculated by adding 
the number of pages in the specification and drawing sheets 
mentioned below against each accopted specification and 
multiplying the same by four to get the charges as the copy 
ing charges per page are Rs. 4 / -. 


17 Clhiins 


स्वीकृत सम्पूर्ण विभिश 


A process of forming a refractory mass on a swface, 
wliichi process comprises spraying against that surface a mix 
( ure of refractory particles of the kind euch as herein des 
cribed and oxidisable particles of the kin such as herein 
described which react exothermically with oxygen to generato 
sufficient heat to soften or melt at least the surfaces of the 
refractory particles and 50 bring about formation of gaid 
refractory mass , characterised in that the structure of the 
particles wliich are sprayed in the mixture is sịch that the 
incan of the respective incsles through which the 80 % And 
20 % gihin sizes as herein defined of the refractory particles 
pass is greater than the mean of the respective meshey through 
which 800 and 80 % grain sizes as herein defined of the 
oxidisable particles pass and that the size range spread fac 
tor ( as herein defined ) of the relractory particles is at least 
102 . 


एतद्द्वारा यह सूचना दी जाती है कि सम्बन्ध आवेदनों में 
से किसी पर पेटेंट अनुदान का विरोध करने के इच्छक कोई 
व्यक्ति , इसके निर्गम की तिथि से 4 महीने या अग्रिम एसी 
अवधि जो उक्त 4 महीने की अवधि की समाप्ति के पूर्व पेटेंट 
नियम , 1972 के तहत विहित प्रपत्र 14 पर आवेदित एक 
महीने की अवधि से अधिक न हो , के भीतर कभी भी नियंत्रक , 
एकस्व को एसे विरोध की सूचना विहित प्रपत्र 15 पर ये सकते 
ह । विराध संबंधी लिखित वक्तव्य , उक्त सूचना के साथ 
अथवा पेटटै नियम , 1972 के नियम 36 में यथा विहित इसकी 
तिथि के एक महीने के भीतर ही फाइल किए जाने चाहिए । 


( Complete Specification - 16 pages 


Drawing-one sheel ) 


Ind. Cl. : 32 B . 

170072 
Int. CI.I : BO1J _ 38 / 06 , COIB 3/ 58 . 

APPARATUS FOR CONDUCTING ENDOTHERMIC 
CATALYTIC REACTIONS SUCH AS STEAM REFORM 
ING HYDROCARBONS HAVING A BOILING POINT 
UNDER 220 C TO PRODUCE CARBON OXIDES AND 
HYDROGEN AND THE LIKE . 


" प्रत्येक विनिर्देश के संदर्भ में नीचे दिए धीकरण , भार 
तीय वर्गीकरण तथा अंतर- राष्ट्रीय वर्गीकरण के अनुरूप है । " 
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Applicant ; IMPERIAL CHEMICAL INDUSTRIES PLC , 
& British company of Imperial Chemical House, Millbaok , 
London SW1P 3JF , England . 


Inventors : SYDNEY PERCY SMITH ANDREW , RALPH 
JONES DOY & ANTONY PETER JOHN LIMBACH . 


Application for Patent No. 151 DEL 86 filed on 24 Feb 
1986 . 


Ind . Cl. : 144E + 

170074 
Int. Çi. : C09D 5 / 14 . 

AN ANTI-FOULING MARINE PAINT AND A PRO 
CESS FOR PREPARING THE SAME . 

Applicant : INTERNATIONAL PAINT PUBLIC LIMIT 
ED COMPANY , A British Company , of 18 Hanover Squaro , 
London W1A 2BB , United Kingdom , Manufacturers . 

Inventors : KEVIN PROUDLOCK & SIMON PHILIP 
JOHN DENNINGTON . 

Application for Patoul No. 361 DEL 86 filed on 23 APR 
1986 . 

Convention date 14 May 1985,/ 8512212 / U .K . 

Appropriate vilice (or opposition proceedings (Rulc 4 , 
Patonts Rules , 1972 ) Patent Office " Branch , New Delhi 
110 005 . 


Convention dates 05 MAR 1985 , 25 JUL 1985 21 AUG 
1985 , 21 AUG 1985 / 8505684 , 8518824 , 8520890 , 8520891 / 
UK : 


Appropriate otlice for opposition proceedings Rule 4 . 
Patents Rules , 1972 ) Patent Office Branch , New Delhi 
110 00 $ . 


7 Claims 


Apparatus for conducting an endothermic catalytic re 
actions such as steam reforming hydrocarbons having a boil 
ing point under 220 C to produce a gas containing carbon 
oxides and hydrogen , and the like , comprising , 


20 Claims 
An anti-touling marine paint comprising a pigmont of the 
kiud such as herein described having a pigment volume con 
centration of 25 to 50 % in the paint ; a marinç biocide of 
the kind such as herein described , which may or may not be 
identical to the pigment, in un amount up to 25 % of said 
pigment; and bulanco a film - forming binder which is a hy 
drolyguhle polymer containing at least 20 molo percent of 
polynieriscd units of the formula I shown in the accompany 
ing drawings, 


(a ) a tubular reactor having 

(i) a first tube, blind at one end , provided with an inlet 
at the other end , 

( ii) a second tube disposcd within, and extending along, the 
first tube, 

thereby providing it spaco betwecu the fust and second 
tubes for reccipt of a catalyst , the interior of said second 
tubo communicating with the space between suid first and 
second tubes at the blind cud of said first tube, and said 
second tube having an outlet at the inlet end of said first 
tube, and 

( b ) means for supplying a heating fluid to the external 
surface of the first tube, characterised in that the second tubc 
is provided internally , or externally , or both , with a layer of 
thermal insulation of the kind as herein described . 


C - 0 - C - Ax 


( Complete specification 25 pagos 


Drawing sheels 7 ) 


0 


Ar 


wheicin each an independently is an aryl group or at least 
onc Ar is substituted by one or two electron releasing groups 
and R is hydrogen atom or an alkyl or aryl group, tho 
balance being an ethylenically unsaturated comonomer such 
as herein Jescrbied . 


3 


( Completu specilication 19 pages . 


Drawing shect 1) 


Ind . Cl. : 32Fg(.) 

170073 
Int. C1.* : C07C 103 / 30. 

PROCESS FOR THE PRODUCTION OF N -HIGHER 
ALKEN ) YL NEOALKANOMIDE . 

Applicant : COLGATE -PALMOLIVE COMPANY, of 
300 Park Avenue , New York , New York 10022 , United 
States of Amcrica , a corporation organised under the laws 
of the state of Delaware , U .S . A . 


Inventors : ROBERT JOHN STELTENKAMP & 
MICHAEL ARMAND CAMARA , 

Application for patent No . 246 DEL 86 file on 17 MAR 
1986 , 


Ind, Cl. : 128 G . 

170075 
111. C1.! : A61M 5 / 00 . 

A DISPOSABLE ASSEMBLY COMPRISING A HYPO 
DERMIC NEEDLE OR SIMILAR HOLLOW CLINICAL 
SKIN PUNCTURING INSTRUMENI . 

Applicant : NATIONAL RESEARCHI DEVELOPMENT 
CORPORATION a British body corporate established by 
statue , of 101 Newington Causeway , London SE ) BU , 
England . 

Inventors ; PILILLIP OWEN BYRNE , PENELOPE 
ROSEMARY SISSON & HIARRY RAMOND INGHAM . 

Application for Patent No . 653 DEL 86 filed on 21 JUL 
1986 . 

Convention date 29 IUL./ 8519049 / U . K . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 


Appropriate ollice for opposition 
Patonts Rules, 1972 ) Patent Office 
110 005 . 


proceedings (Rule 4 , 
Branch , New Delhi 


7 Claims 


A proccss for tho production of N - higher alk ( eu ) yl nicoal 
kanoamide which comprises reacting a higher alk (en ) yl 
amine preferably having 8 to 2 carbon atoms with neoalka 
nolc acid of 5 to 16 carbon atoms at an elevated temperature 
of from 180 C to 320C under an inert gas or nitrogen atmos 
phere or under vacuum , and separating in any known man 
ner , the resultant proliict from impurities, hyproducts and 
unreactel anine und nooalkanoic acid . 
( Complete specification 30 pages . 

Drawing sheets 4 ) 


4 Claims 
A disposabio assembly comprising a hollow clinical skin 
puncturing means such as a lypodermic needle a sheath 
surrounding a support lo which said skin -puncturing means 
is altached , sail sheathi and support heing slidably connected 
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by one or more lincar ul tiro ) FOGV e located in said 

(i ) means for introducing i NO containing gas 
sheath or support for engagement with one or more com 

stream into the contacting section ; and 
plementary projections located on said sheath or support, 
said grooves and projections enabling movement of said 
sheath relative to Sulid support between a first position in 

(iii ) means for introducing an injection fuid com 
which the skin -puncturing mcans is exposed for norinal use 

prising oxygen and a peroxyl initiator other 
and a second position wherçin said skin -puncturing means 

than hydrogen or hydrogen peroxide into the 
is enclosod by the sheuth , locking meuns being provided on 
vaid shçath and said support and located thorcon for irrever 

gas contacting section for contacting the NO 
sible engagement when snid sheath and said support are in 

containing gas slrean with the peroxyl initiator 
said second position . 

and oxygen for converting NO to NO , in a 
resulting saş stream oxiding the contacting 
section through an outlet ; and 

, 


(b ) an absorption section (25 ) comprising : 

( i) means for receiving the resulting gas stream 

as it exits the NO 10 NO ., conversion section ; 
and 


( ii ) incons iſ said receiving moans for introducing 

a substanțailly dry particulate sorbent into the 
resulting gas stream for sorbing nitrogen dio 
xide therefrom . 


Fig IA 


( Complete specification 47 pages. 


Drawing sheets 6 ) 


( Complete specification 9 pages . 


Drawing sheets 3) 


170076 


Ind . Cl . ; 39 K . 
Int. CI. : COIB 21 /36 . 


Ind . C1, : 80 J K ( vi ) 

170077 
Int. Cl. : E21 B 43./ 08 . G01 F 15 / 12 . 

BORE SCREEN FOR USE IN FILTERING FLUIDS . 


A METHOD AND AN APPARATUS FOR THE PRO 
DUCTION OF NITROGEN DIOXIDE (NO ) FROM 
NITRIC OXIDE (NO ) CONTAINING COMBUSTION 
EXHAUST GASES . 


Applicant : LOADARM AUSTRALIA PTY LIMITED , 
AN AUSTRALLAN COMPANY OF 88 - 89 TASMAN 
STREET, KURNELL , NEW SOUTH WALES 2231, AUS 
TRALTA . 


Invetor : ALEXANDER TEYS MCKENZIE . 


VAUGHAN DOBBYNS. 


Applicant & Inventor : DALE GORDON JONES , O U . S . 
citizen , of 2420 East Hillcrest Avenue , Visalia, Calil ornia 
93277 , United States of America 

Applicaiton for Patent No . 963 DEL 86 filed on 31 OCT 
1986 . 

· Appropriate office for opposition proceedings (Rule 4 , 
Patonta Rules, 1972 ) Patent Office Branch , New Delhi 
110 005. 


Application for patent No . 1123 DEL 86 . Filed on 22 
DEC 1986 . Convention date JAN 7th 1986 / PH 4119 / 
AUSTRALIA , 


Appropriate office for opposition 
Patenty Rules, 1972 ) Patent Office 
110 005. 


proceedings (Rule 4 , 
Branch , New Delhi 


11 Claims 


22 Claims 
A method for the production of nitrogen dioxide (NO ) 
from nitric oxide (NO ) containing combustion exhaust gases 
comprising the steps of contacting said NO containing gas 
stream with an injection fluid , the injection fluid comprising 
inixture of oxygen and a peroxyl initiator as herein des 
cribe other than hydrogen or hydrogen peroxide for con 
verting said nitric oxido (NO ) to introgen dioxide (NO ) in 
a resulting gue strcam .. and 

iemoving in a manner as herein descrihed said nitrogen 
Jioxide from said resulting gas stream . 

An apparalls for the production of nitrogen dioxide 
(NO . ) from nitric oxide ( NO ) containing combustion exhaut 
gases by a process as claimed in the preceding claims. 
characterised in that it comprises : 

( a ) un NQ to NO , conversion section comprising : 


A bore screen for use in filtering fluids comprising a plu 
rality of rings ( 20 ) stacked one upon another in face to 
face relationship , said rings ( 20 ) extending about a common 
longitudinal axid and being clamped together ; each said ring 
(20 ) being provided with circumferentially spaced bearing 
pady ( 31 , 32 ) on first and second oprosile faces thereof; the 
bearing pads ( 31 ) on first face of successive rings (20 ) con 
tacting respective oncs (32 ) of the bearing pads of the second 
facc of adjacent cintes 20 ) sul bearing pads (31, 32 ) spacing 
the rings ( 20 ) apart in the longitudinal direction ; said hearing 
pads (31 ) no one said face of each said ring (20 ) having 
stepped protections (33 ) and said bcaring pads in the oppo 
site guid fnce of each said ring having stepped recesses ( 34 ) : 
said stepped projections ( 33 ) and said stepped rçcesses ( 34 ) 
of respcrtive ones of said bearing pads being configured 
differently from said stopped projections (33 ) and stepped re 
cesses ( 34 ) of other said bearing puds whereby spacing bet 
ween aducent maid rings is channesbile as one said ring ( 20 ) 
is rotatel telative to another said ring (20 ) and different 
pairs of sald hearing nade (31. 37 ) ASA hrozipht into contact 
with one another maid hearing pads (31) having said atemnert 
proiections (33) complementary to said bearing padu ( 32 ) 
having stepped recesses (34 ) whereby a portion of cach said 


(i ) a contacting section ; 
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bearing pad having a said stepped projection bears against nuously communicatc via said second and third orifices 
a portion of the aligned said bearing pad having a said step ( 19 , 21) , the transfer piston then closing the first orifice (9 ) 
ped recess . 

and preventing the enginc volume ( 24 ) and the prossure 
chamber ( 76 ) of the main injection needle ( 75 ) from inter 
communicating. 


FIG . 2 


Fig - 1 
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( Completo specification pages 12 . 


Drawings 1 ) 


( Complete speciflcation 12 pages . 


Drawing sheets 3) 


Ind. Cl. : 106 & 1076 . 

170078 
Int. Cl. : F02M 43. /00 . 

AN INJECTOR APPARATUS FOR AN INTERNAL 
COMBUSTION ENGINE . 


Applicant : SOCIETE D ETUDES DE MACHINES 
THERMIQUES S . E . M . T . of 2 quai de Scine 93202 SAINT 
DENIS , FRANCE , a French body corporate . 

Inventor : MICHEL BAGUENA . 
Application for Patent No . 213 DEL 87 filed on 10 MAR 


Ind . Cl. ; 185 E . 

170079 
Int. C14 : A23F 5 /48 & 5 ,450 . 

PROCESS FOR THE PREPARATION OF A DRIED 
SOLUBLE COFFEE . 

Applciant : GENERAL FOODS CORPORATION , a cor 
poration organised and existing under the laws of the State 
of Delaware , located at 250 North Street, White Plains, Now 
York , 10625, United States of Amerika . 

Inventor : MARTIN GOTTESMAN . 

Application for Patent No. 193 DEL 88 filed on 11 MAR 
1988 , 

Divisional to Application No . 761 DEL 85 fled on 17 
SEPT 1985 . 

Ante -dated to 17 SEPT 1985. 

Appropriate office for opposition proceedings (Ryle 4 , 
Patentg Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 


1987 


Appropriate office for opposition 
Patonts Rules, 1972 ) Patent Office 
110 005 , 


proceedings (Rule 4 , 
Branch , New Delhi 


4 Claims 


4 Claims 


An injector apparatus for an internal combustion engine , 
the apparatus being capable of injecting two fuets, namely 
a " pilot injection / liquid fuel and a "main injection " gaşcous 
fuel, the injector apparatus comprising a low - pressure pump 
( 18 ) for pilot injection fuel feed , a high - pressure injection 
lype pump (1A ) , two fuel injectors , and A metering pump 
(30 ) selectively connecting the low -pressure pump, tho high 
pressure pump, and the two fuel injectors, said metering 
pump ( 30 ) including a transfer piston (2 ) with one of its 
faces ( 24 ) delimiting an enginc volume ( 24 ) in permanent 
connection with the high - pressure pump 1A ) and with its 
other facc (2B ) delimiting a reception volume (25 ) in perma 
nent connection with a duct leading to the low -pressur pump 
and with a duct leading to the pressure chamber ( 86 ) of the 
pilot injection needle ( 74 ) , the cngine volume (24 ) being 
connected with the pressure chamber ( 76 ) of the main injec 
lion ucedle via a first orifice ( 9 ) of the metering pump . the 
pressure in said pressure chamber ( 76 ) controlling the opera 
tion of said main injection necdle (75 ) and the metering 
pump comprising two independently - adjustable abutments 
( 3 . 4 ) euch of which limits the stroke of said piston in a CS 
Declive direction , characterised in that the transfer piston 
( 2 ) controls said first orifire and that the metering pumn 
comprises A secon orifice ( 19 ) for communication with the 
enoine volunie 124 ) . third orifire (71 ) for communication 
with the reception volume a duet ( 20 ) interconnecting the 
second and the third orifices with an extreme position of 
the engine volume abutinent and an extreme position of the 
reception volume abutment allowing both volumes to conti 


A process for the preparation of a dried soluble coffee 
which comprises : 
(a ) slurrying spent coffoe grounds in water so that the 

grounds are from 5 % to 25 % by weight of the 

sluity ; 
( b ) adding an acid such as herein described to the 

slurry to adjust the pH to botween 0 .7 and 3. 0); 
( c ) combining the pH adjusted slurry with a water 

immiscible , oil solvent such as herein described 
hercin at a volume ratio of from 1 : 1 to 3 : 1 oil 

solvent to slurry ; 
( d ) dispersing the oil golvent in the pH adjusted slurry 

as finely divided droplets ; 
( a ) healing the dispersion of ( d ) in a reactor to a tem 

Derature between 180°C and 240°C over a period of 
from 5 seconds 10 60 seconds so as to hydrolyze 

the coffee grounds and extract the oil therefrom ; 
( f ) removine in any known manner the coffee oil-con 

trining oil solvent from the aqueous hydrolyurto 
and hydrolyzed coffee grounds; 
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(g ) neutralizing in any conventional manner the aque - channels being responsive to short wavelength radiation in 

ous hydrolysate before or after removing therefrom a preselected range . 
of the hydrolyzed coffee grounds; 

Channel, said detector channel (54, 55 ) comprising a 
(h ) mixing with the neutralised aqueous hydrolysate an 

jadiation detector . 
aqucous soluble coffeç extract; and 
(i ) drying the mixture thus fornied to produce a drie 

soluble coffee . 
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- 


170080 


SIETEIKU", IXYWATT 


Int. Cl. ; G08B 17./00 . 


A FIRE SENSING SYSTEM . 


CINCO WILATION DETECTOR 


Complete specification 34 pages 


Drawing 11 sheets 


Applicant : SANTA BARBARA RESFARCH CENTRE , 
It corporation organised and existing under the laws of the 
State of California , U .S . A ., having a principal place of busi 
ness at 75 Coromar Drive , Golota , State of California , Unit 
ed States of America . 


Inventory : MARK THOMAS KERN & KENNETH AR 
THUR SHAMORDOLA . 


Application for Patent No. 415 DEL 89 filed on 12th MAY 
1989 , 


( I. 4501 

170081 
Int. Cl. : E03d 1 /14, 3/ 12 . 

A FLUSHING CISTERN . 

Applicant ; ADHAR SAHIJRAM MIRCHANDANI, 17 , 
CAMAC STREET, CALCUTTA -700017 , WEST BENGAL , 
INDIA . 


Divisional to Application No. 684 DEL 86 filed on 28th 
JUL, 1986 . 


Ante - dated to 28 JUL 1986 . 


Inventor : ADHAR SAHIJJRAM MIRCHANDANI. 


Appropriate office for opposition 
Palonts Rules , 1972 ) Patent Office 
110 005 , 


proceedings (Rule 4 , 
Branch , New Delhi 


Application No. 111 / Cal/ 83 filed on 28th January 1983 . 

Appropriate office for opposition proceedings (Rule 4, 
Patents Rules , 1972 ) Patent Office Branch , New Delhi 
110 005 . 


4 Claims 


6 Claims 


A fre sensing system comprising a pair or statistical dis 
criminator circuits each circuit comprising a low pass filter 
(20 ) coupled to 4 radiation detector which is responsive to 
radiation in a pregclccted wavelength range peak detector 
means (24 , 25 ) coupled to the output of said filter for detect 
ing the peaks iſ the remaining signal components, processing 
means coupled to the peak detector means for processing the 
reak signals to develop respectivc cstimatod mçan values 
and mean deviation values of the peak signals combining 
jeans ( 28 , 29 , 31) coupled to the processing means for 
combining said peak signals with said estimated mean values 
and mean deviation values to develop a signal sprcad level, 
and radiation modulation determining meany ( 40 ) coupled to 
suid processing means and to said combining mcans to 
receive said signal spread level and a corresponding mean 
deviation value for dividing the signal spread level with the 
mean deviation value to determine the readiation modulation , 
each statistical discriminator circuit (64 , 65 ) heing coupled 
to the output of a corresponding detector and associated 
amplifier, the radiation detector in a first of suid channels be 
ing responsive to long wavelength radiation in the range of 
7 – 25 microns and the çnciation detector in the other of said 
2 - - 447 GT/ 91 


A flushing cistern comprising a tank adapted to hold 
water , a cover provided with said tank , a push button pro 
vided with the cover of the said cistern , a water inlet fitment 
provided with the said tank connected to the water supply 
source , a float held to the said water inlet fitment by means 
of a rod controlling the level of water in the tank anu 
automatically close and open the water inlet fitment for 
filling the tank , an ovcıflow pipe fitted with the vald tank , 
and means inside the tank for siphoning water out of the 
tank operationally connected to the said push button charac 
terized in that said siphoning means is comprised of a 
siphon bell fitted within the said tank and havio . an outlet 
said siphon tell being L -shaped having a vertical portion and 
a domo shaped later side portion , said vertical portion of 
siphon bell being divided internally into two chambers by 
means of a partition , said push button being connected to 
a first-hollow rod adapted to telescopically slide on a further 
internal rod , said further rod heing held to the siphon bell 
by means of a bush , a lever provided pivotally held to the 
said partition of the siphon bell one end of onid lever con 
nected to the lower end of said first rod of the push button 
hy means of a chord while the other end of the said lever 
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being pivotally held to a linkage carrying a plunger assembly 
provided within said dome shaped portion of the siphon and 
a valve fitied at the top of said domeshapod portion such 


that upon actuation of the said push button the said plunger 
assembly is adapted to move up and down within the said 
dome shaped portion of the siphon bell. 
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( Compl . Specn . 15 pages . 


Drgy . 1 sheet ) 


( ii ) a polyol comprising a hydrolyzed , gelatinized amy 

laceous material; 
( iii ) a crosslinker for said polyol ( ii ) comprising the re 

action product of glyoxal, urca and formaldehyde , 
alone , or in further combination with ethylene gly 
col; 


Cl. 356 . 

170082 
Int. C1. : B22c 1 /00 . 

A CURABLE COMPOSITION ADAPTED TO PRO 
DUCE A SHAPED BONDED PARTICULATE ARTICLE . 

Applicant : AMERICAN CYANAMIDCOMPANY , 
WAYNE , NEW JERSEY , U . S . A . AND 4330 West. 
KRAUSE MILLING COMPANY , 109th STREET , P . O . 
BOX 7007 , SHAWNEE MISSION STATE OF KANSAS 
66207 , U .S . A . 

Inventors : ( 1 ) ALBERT PETER PAUL , ( 2 ) RICHARD 
ADOLPH SZARZ and (3 ) ROGER JOHN CARD . 

Application No. 793 / Cal / 1986 filed on 30th October 1986 . 

Appropriate ofico for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office, Calcutta . 


( iv ) un acid catalyst ; and 

( v) a solvent for the binder , and 
wherein particulate material ( i) comprisos 80 % 99 % by 
weight and said binder comprises from 1 % - 20 % by 
weight, the amount of polyol ( ii ) in said binder comprising 
20 % - 55 % , the amount of crosslinker (il ) in said binder 
comprising 3 % — 60 % , the amount of acid ( iv ) in said 
binder comprising 0 . 2 % - 10 % and the amount of solvent 
( v ) in said hinder comprising 15 % - 85 % , all percentages be 
ing by weight. 
Compl. Specn . 26 pages. 

Drgs , 1 sheet 


6 Claims 
A curable composition adaptod to produce a shaped bonded 
particulate article, said composition comprising : 

( 1) a particulate material and , as a binder therefor, 
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170083 X and Y are independently selected from 
Int. C1. HO1h 1 /02. 

vinyl, B -thiosulfatoethyl, B -bromoethyl, B - ace 
A METHOD FOR THE MANUFACTURE AN IM 

tyloxyethyl, B-hydroxyethyl, B -phosphatoethyl, 
PROVED CONTACT PIECE FOR VACUUM SWITCH 

B -methyl- sulfonyloxyethyl, B -phenoxyethyl, B 
GEAR . 

sulfatoethyl , B - chloroothyi, B -phenoxyethyl, 
Applicant : SIEMENS AKTIENGESELLSCHAFT , WTT 
TELSBACHERPLATZ 2 , D -8000, MUNCHEN 2 , WEST 

B - sulfatoothyi, ß - chloroethyl, B -phenylsufonyloxy 
GERMANY 

ethyl and a group of tho formula -CH2- CH2-NR1 
Inventors i ( 1 ) HORST KIPPENBERG , (2 ) REINER 
MULLER , (3 ) I-LANNELORE SCHNODT, (4 ) IRMO PAU 

R2, in which R1 and R2 arc independently sclected 
LUS and ( 5 ) RUDIGER HESS . 

from hydrogen , lower alkyl and sulo -substituted lower 
Application No. 93 / Cal / 1987 filed on 30th January 1987 . 

Appropriate office for opposition proceedings (Rule 4 , R is hydrogen , lower alkyl or sulfo -substitutod lower 
Patents Rules 1972 ) Patent Office, Calcutta . 

alkyl, 


alkyl; 


18 Claims 


A is a phenylenc or naphthyleno radical optionally 

substitu . ed with nyaroxy , halogen , lower aikyl, 
lowor alkoxy , çarboxy andjor suito ; 


W 


A method of manufacturing an improved contact piece 
for vacuum switchgear having a switching surface wherein 
said contact piece comprises a baso material body with an 
additive, as hercin described , of a readily vaporizable cle 
ment so as to produce a suficiently conductivo switching 
path upon circuit broaking , additive being provent at least 
Ifi thc region of said contact piece near the switching surface 
and concentrated as intermetallic phases having a softening 
Or melting point greater than tho needed vacuum brazing 
temperature , said additive begin concentrated only in a layer 
firmly adhered to and covering said switching surface of 
said base material body of said contact piece wherein said 
base material is a CoCr material having a volume percent 
age of from about 30 % to about 60 % Cr, and said addi 
tive comprises at least as one component said readily vaporiz 
able element having a vapor pressure of more than about 
1 mbs al 1000°C , and said method comprising placing said 
additive on the switching surface of said base matorial body 

said contact picce and integrally adhering said additive 
onto said surface . 


is a phenylenc or naphthylene radical Optionally sub 
yliliiled with carboxy, suho, amino , carbamoyl unsub 
situled urinono - or uisuosututca by lower alkyl, pnenyl 
and / or phenyi- ( lower ankyl ) , sunamoyi uşudslituled 
or mono - 01 Usubstiluted by lower alkyl, phenyl and / or 
pronyl ( lower alkyl) , lower alkyl, lower alkoxy , by 
uroxy or halogen , the hydroxy OT amino group of 
whiçı , if present, arc bonded at w in the ortho - or 
para - position relative to the azo group ; 


Z 


is a phenylcne radical optionally substituted with halo 
gen , lower alkoxy and / or Jower alkyl , which process 
comprises diazolizing al a pH of 0 to 2 and at a tem 
pcrature between - 5°C and 1 ) " C and amino compound of 
the gencral formula ( 2 ) in which A And X are defined 
As above, and reacting at a temperature between 0 and 
50°C and a pH between 2 and 8 tho diazonium salt with 
a coupling Compound of the general formula ( 3 ) in 
which W has one of the moaning of Was defined 
above and is mandatorily substituted by an amino or 
hydroxy group , and R , Z and Y are defined as abovo . 


Compl, Specn . 15 pages. 


Drgs. 1 shoot 


Compl. Speçn. 39 pages. 


Drgs . 5 sheets 


Cl. 32A 

170084 
Int. Cl. C09b 27 /00 , 41 / 00 , 45, / 00 , 62100 . 

A PROCESS FOR THE PREPARATION OF WATER 
SOLUBLE , FIBER - REACTIVE MONOAZO DYES . 

Applicant : HOECHST CELANESE CORPORATION , 
ROUTE 202 — 206 , NORTH , SOMERVILLE , NJ, 08876 , 
U . S . A . 

Inventors : ( 1) GLENN A . THOMPSON , (2 ) ANTHONY 
J . CORSO and (3 ) HANS MELMUT STEUERNAGEL . 
Application No. 838 / Cal / 1987 filed on 27th October 1987 , 

Appropriatc office for opposition prococdings (Rule 4 , 
Patents Rules, 1972 ) Patent Office, Calcutta . 


Çi. 176C & E 

170085 
Int. C1, F22B 35 /00 , 35 / 18. 

APPARATUS FOR ECONOMICALLY DESPATCHING 
FUEL AND LOAD ASSIGNMENTS ON A MULTI 
BOILER COGBNERATIVE TYPE STEAM GENERATING 
PLANT. 

Applicant : WESTINGHOUSE ELECTRIC CORPORA 
TION , WESTINGHOUSE BUILDING , GATEWAY CEN 
TER , PITTSBURGH , PENNSYLVANIA 15222, U . S .A . 

Inventors : ( 1 ) RICHARD EDWARD PUTMAN and ( 2 ) 
THOMAS ALLEN . 
Application No . 224 /Cal / 1988 filed on 17th March, 1988 . 

Appropriate office for opposition procoodings (Rule 4 , 
Patents Rules, 1972) Patent Office , Calcutta . 


14 Claims 


A process for the preparation of a water-soluble, fibre 
Tcactive monoazo dyes according to tho general formula ( 1 ) 
of the accompanying drawing wherein : 


No, 838 / CAL / 87 
NAME : HOECHST SUZANGO CORPORATION 


7 Claims 
An apparatus for cconomically despatching fuel and load 
assignments of a multi -boller cogenerative type steam gone 
rating plant, said economical despatching arrangemont cap 
able of firing cach boiler with at loast two fuels of allocating 
shares of a total steam load among the boilers , said econo 
mical despatching apparatus arrangement comprising : 

means for determining a present value of the flow of each 
fuel to cach of said boilers and storing each determined 
value; 


*= 42.* s posem en con 
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means for delcrinining present valucs of said shares of Inventors : ( 1 ) ROBERT JOHN GARTSIDE and ( 2 ) 
said total stcan load allocated among said boilers which RICHARD COCHRAN NORTON . 
storo a respective suid determined share associated here 

Application No . 226 / Cal /1988 filed on 17th March 1988 , 
with ; 

Appropriate office for opposition proceedings (Rule 4 , 
means for calculating an optional value for each of said 
fuel and load assignmont as a function of said present fucl 

Patents Rules, 1972 ) Palent Office , Calcutta . 
flow values and present shåre values ; 

26 Claims 
said calculating mcans including a means for estimating i 
proportionato sliace value on one of said boilers and a fuel 

A reactor toi cracking hydrocarbons under usual cracking 
flow valuc for one of said at lcast two fucly , said calculating conditions using hot particulate solid materials comprising : 
mieunis , by use of said çstipating mcang, calculates suid opti 

(a ) offset oriſlces for Jelivery of particulate solids to the 
mal next vulues for each of said fucl and load assignments 
tisiny a quantily of variables rcduced in number relative to 

icactor ; 
11 . & id fuel and load assignments: Ana 
the quantity of said fuel and load assignments ; And 

(6 ) at least two hydrocarbon feed inlet nozzles located the 
ineans for implementing at least one of said optional next 

reactor wall in the same plane ; 
values into said multi -boiler cogenerative type ştcam gene 

(c ) a centrally disposed plug mcpiber in the recator for the 
rating plant in one of an automatic and a manual mode of particulate solids to flow wound upon entry into the reactor, 
operation . 

the bottom of which plug member is at the elovation at 
which the hydrocarbon feed nozzles are located ; and 

( d) a venturi shaped section between the solids orifices and 
the hydrocarbon feed inlets. 
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CI. 56B 

170086 
Int. Cl. : CIOG 9 /00 . 

A PROCESS AND APPARATUS FOR CRACKING 
HYDROCARBON FEDD BY THE USE OF HEATED 
SOLIDS. 

Applicani : STONE & WEBSTER ENGINEERING 
CORPORATION , 245 SUMMER STREET, BOSTON , 
MASSACHUSETTS 02107 U . S . A . 


VY 


YTU 
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CI, 40F . 

170087 
Int, Cl : BOIL 1 /00. 

GAS LIQUID CONTACT APPARATUS IN THE FORM 
OF TOWER STRUCTURE . 
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Applicant : Mi RAY INTERNATIONAL , INC. , 425 
WEST LA CADENA DRIVE , 4 RIVERSIDE , CALIFOR 
NIA 92501, U . S . A . 
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Inventor : CHARLES LUCUIS RAYBON . 
Application No. 228 , Cal/ 1988 filed 17 March 1988 . 

Appropriale office ivr oppuşilion proceedings (Rule 
Patents Kulcs , 1972 ) Patent Office , Calcutta . 


4 . 


12 


34 Claims 


Compl. Specn . 43 pages . 


Drgs . 6 sheets 


A gas liquid conlact apparatus in the form of tower struc 
turo cumprising : 


chamber ( 12 ) including an inlet for the gas and an 
outlet ( 152 ) Lor the gas, the outlet being located above the 
inlet; 


a plurality of spaced parallel wall members ( 26 ) in a 
first portion (20 ) of tho chamber, facing surtaces of the wall 
members having a staggered array of detector members ( 28 ) 
protruding therefrom in parallel relation for producing roll 
ing turbulence in a llow of gas moving betwcon the wall 
members ; 


CI, 98 

170088 
Int. Cl. : F03g 7 /02 . 

POINT CONTACT SOLAR DEVICE AND PROCESS 
FOR MAKING SAME . 

Applicant : TACTICAL FABS, INC ., 3000 SCOTT BOU 
LEVĀRD , SANTA CLARA , CA 95054 , U . S. A . 

Inventors : ( 1 ) DOUGLAS LEA PELTZER , (2 ) RICHARD 
LAWRENCE BECHTEL , (3 ) WEN CHUANG KO and ( 4 ) 
WILLIAM THOMAS LIGGETT. 
Application No . 313 / Cal / 1988 tiled 19 April 1988. 

Appropriate oſlice for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office , Calcutta . 


the deflector members forming with the facing wall mem 
bers a space in the form of a series of converging (32 ) and 
diverying ( 34 ) chamber portions, wherein the gas fous genc 
rally perpendicular to tic deflectors ; 


cach diverging chamber portion ( 34 ) hus un inlet (34 ) 
formed by the space between the apex (40 ) and facing wall 
member ( 26 ) that is offset laterally toward one of the wall 
members , and tho converging chamber portion that is fed 
directly by the diverging chamber portion has an outlet (32 ) 
that is offset laterally toward the other wall member; and 


moans (50 ) for feeding liquid to the surface of the wall 
inembers for countercurrent contact with the gas proximate 
the wall members ; 


66 Claims 
A point contact solar device comprising : 

at least one semiconductive layer having a top surface a 
bottom surface and sidos ; 

wells of p -conductivity type and n -conductivity Type form 
ed in said scmiconductive layer in an alternating pattern , 
said wells extending to said bottom surface ; 

at least onc insulating layer formed on said bottom sur 
face of said semiconductive layer and patterned to expose 
surfaces of said wells of p - conductivity type and i - conducti . 
vity type; 


Characterized in that the deflector members have first ( 36 ) 
und second ( 38 ) surfaces, the flist surface defining one sido 
of a converging chamber portion (32 ) the second sufaco 
defining one side of a diverging chamber portion ( 34 ) , tho 
first and second surfaces meeting at a deflector apex (40 ) , the 
apex having an included angle ( a ) within the detector mem 
ber of less than 180 degrees . 


at least one conductive layer comprising at least two con 
ductive regions formed on and in contact with said insulating 
layer , said regions comprising at least one positive couduc 
live region and at lcast one negative conductive region , said 
at least one positive conductive region being patterned so as 
to contact only those of said wells of P - conductivity typo 
located above said positive conductive region , and a 
least one negativo condụctive region being patterned so AR 
to contact only those of said wells of n -conductivity type 
located above said negative conductive region ; 
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a pair of electrically separated bus bar s each having a top 
surface , a bottom surface , and sides locatod side -by - sid 
beneath said conductive layer , comprising one positivo bus 
and onc ncgative bus ; 


IL - UTDL 


. 


said positive bus exleading benicuth and being welctrically 
separated from said at least one negative conductive region , 
and suid negative buy extending boneath and being electri 
cally separated from said at least one positive conductive 
region ; 


said conductive regions further comprising interleaved 
fingers with tips , the tips of said lingers of said at least one 
positive conductive region being located above and in electri . 
cal contact with said positive bus and the tips of said Angers 
of sald at least one negative conductivo region being located 
above and in electrical contact with said negative but, 


and 
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means for electrically connecting thoso of said wells of p 

(iv ) tho soaked material is then driad at tomperature about 
conductivity type not electrically connected to said positive 1000 to remove water and tho dried material is cured at 
conductive region to portions of said positive bus bar locat 

400C to 500CC or more to obtain a final matrix loaded with 
beneath said wolls of p -conductivity type , and means for the catalyst. 
electrically connecting those of said wells of O -conductivity 
type not electrically connected to said negative conductive Compl. Specn . 24 pages. 

Drgs. NIL 
rerion to portions of said negative bus bar located beneath 
said wells of - conductviity type . 

Cl. : 32F, C 

170090 
Int. Cl. C07C 67 /00, 69 / 36 . 

METHOD FOR THE PREPARATION OF DIALKYL 
OXALACETATES , 
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Applicant : AMERICAN CYANAMID COMPANY , 
TOWNSHIP OF WAYNE , STATE OF NEW JERSEY , 
U . S . A . 

Inventor : DONALD ROY MAULDING . 
Application No. 106 / Cal/90 filed Sth February 1990 . 

Divisional out of No. 477 / Cal / 87 Antc dated to 18 June 
1987 . 

Appropriate office for opposition proceedings ( Rulc 4 . 
Patents Rules, 1972 ) Patent Office , Calcutta . 

1 Claim 
A method for the preparation of dialkyl - oxalacetates 
having the formula III as shown in the accompanying draw 
ings, said method comprising : reacting a dichloroguccinate 
of Formula I wherein Ris C - C , alkyl, with a minimum 
of 3 molar equivalents of an aming or formula wherein 
R1 and R2 are each Ht Ci - Co al 
proviso that only one of R OF R2 is H ; or when taken 
together R1 and R2 with the nitrogen atom to which they 
are attached form a 5 or 6 membered ring containing at 
most 2 heteroatoms, in an inert solvent at a temperature of 
about 25°C to reflux for about one ( 1 ) to 24 hours ; and fur 
ther reacting the resulting mixture of formula Illa alkylami 
nomaloute or alkylaminofumárate and formula IIIb chloro 
aminosuccinato wherein R , R1 and R2 are as hereinabove 
described for formula I and formula II, with aqueous acid . 
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Drys. 13 sheets 


Compl. Specn . 37 pages 
Cl. : 40 - B 
Int. Cl. BOLJ 23 / 00 . 


170089 


C - CH - Cat 


CH - CO2R 


CI - CH - COK 


AN IMPROVED PROCESS FOR THE PREPARATION 
OF A COMPOSITE CATALYST HAVING COBALT 
OXIDE , MOLYBDENUM OXIDE AND ALUMINIUM 
OXIDE CATALYTIC SYSTEM USEFUL FOR HYDRO 
DESULPHURISATION OF HYDROCARBONS . 


R ,R2NH 
Fogmula ( ) 
Cin -- Copa 


RRE - N - C - COR 

FORMY (24) 


FORMULA ( I ) 


Mge - ecer 


R . RO - N - C - COR 


Applicant : PROJECTS & DEVELOPMENT INDIA 
LIMITED , P . O . SINDRI, PIN 828122 , DHANBAD , BIHAR , 
INDIA , 


Formula (Mb) 


0 - C - CON 
FORMUL CU 


loventory : ( 1 ) DR . PRAVIN KUMAR GOUR , ( 2 ) DR . 
SUDHAKAR PANDE, ( 3 ) SHRI SATYANARAYAN 
UPADHYAY, ( 4 ) SHRI BHASKAR SEN and ( 5 ) SHRI 
KESHTO CHANDRA BANERJI. 

Application No . 427 / Cal/ 1988 filed 25 May, 1988 . 

Appropriate oſlice for opposition proceedings (Rule 4 . 
Pateuts Rules, 1972 ) Patent Office, Calcutta . 


11 Claims 
An improved process for thc preparation of a composite 
catalyst useful for hydrodesulphurisation of hydrocarbons 
which comprises forming a deposit of oxides of cobalt, moly 
bdenuin and aluminium on a matrix such as alumina, charac 
terized by the following steps : 

( 1) alumina gel is precipitated froin a slurry thereof by 
adjusting the pH in the range of 6 . 5 to 7 . 0 and altered to 
give a Altered material made of alumina having fast filtering 
properties; 

( ii ) the filtered material is converted into required shape 
of alumina slipport, such as rods in a known mannor ; 

( iii) the alumina support prepared in step ( ii ) is soakod in 
a mixed solution of the catalyst comprising ammonium para 
molybdate and ammonium cobaltous diamloo molybdate ; 


Compl. Specn . 18 pages. 

Drys. 5 sheels 
Ind . Class : 10 -F -- [GROUP-XXXIX (2)] 

170091 
Int. cl.* : F 42 B 13 / 32 . 

A CYLINDRICAL METAL CONTAINER INTENDED 
FOR TRANSPORT BY A ROTATING PROJECTILE 
BODY. 

Applicant : EUROMETAAL N . V . , OF NO . 2 HEM 
KADE , 1506 PR ZAANDAM , THE NETHERLANDS , 
DUTCH NATIONALITY . 

Inventor : WILHELMUS JOHANNES DE VREEDE. 
Application No. 586 /MAS / 85 filed July 29 , 1985. 

Appropriate Office for Opposition Proceedings (Rulo 4 , 
Patents Rules , 1972 ) Patent Office , Madras Branch , 

4 Claims 
A cylindrical metal container intended for transport by 
a rotating projectile body, cjection from the projectile body 
followed by despinning by nieans of at least two despinning 
flaps disposed on its cylindrical outer wall, characterised in 
that each despinning flap (24 ) has the form of a vane con 
sisting at least partially of two layers (46 , 47 , 56 , 57), which 


-- 
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vane in its state prior to ejection lies like a skin around the the improvement comprising that the said latch -release 
said outer wall , is secured to said outer wall along two longi means comprises a squib mounted to said body for impart 
tudinal strips ( 48 . 49 ; 58 , 59 ) parallel to the cylinder axis ing an axial shift to said actuating sleeve clement. 
of the containers , and the two layers (46 , 47; 56 , 57 ) of 
which are secured to one another along a longitudinal strip 

( 50 ; 6 ) parallel to and situated between said longitudinal 
strips ( 48 , 49 ; 58 , 59 ) , in such a manner that the uter layer 
( 46 , 56 ) on one side of intermediato longitudinal Strip 
( 50 ; 60 ) bears freely on the inner layer (47; 57 ) and after 
ojection assumes a radial position (46 . 1; 56 ) by bonding along 
the intermediate longitudinal strip (50 ; 60 ). 
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(Com . — 22 pages; 

Drwg8. — 3shects ) 
Ind. Class : 81 & 195 -B — [GROUP-XXXIX (4 ) & XXIX (3 )] 
Int. CI.* : F 16 K 31 / 44 . 

A QUICK -ACTING VALVE , 


( Com , 16 pages; 


Drwga. 4 sheets ) 


Applicant : MAROTTA SCIENTIFIC CONTROLS , INC ., 
A CORPORATION OF THE STATE OF NEW JERSEY , 
U . S . A ., OF 1500 BOONTON AVENUE , BOONTON , NEW 
JERSEY 07005, U .S . A . 


Inventor : SLAWOMIR KOWALSKI. 


Application No. 880 /MAS / 85 filed November 4 , 1985 . 


Additional to Patent No. 159106 of December 3 , 1983, 

Appropriate Office for Opposition Proceedings (Rule 
Patents Rules , 1972 ) , Patent Office, Madras Branch . 


4 , 


Ind . Cl. : 87 E [GROUP XLII (4 )] 

170093 
Int. C1,- : A 63 B 71 / 06 . 

NEW APPARATUS FOR MEASURING DISTANCES 
FOR JUMPS IN ATHLETICS . 

Applicant & Inventor : SREENIVAS RAO KOLAPALLI, 
Indian , Chief Draftsman , S . C . Railway, H . No. 6 - 1 - 132 / 11 , 
Skandagiri , Padnaraonagar, Secunderabad -500 361. 

Application No . 837:/ MAS/86 filed on 27th October 
1986 . 

Appropriato office for opposition proceedings (Rule 4 , 
Patent Rules, 1972 ) Patent Office Branch , Madras. 


3 Claims 


A quick -acting valve having a body and a valvo member 
and slem movably guided by a bore of said body between 
valve- closed and valve - open positions , means for applying 
loading force between said body and said valve member 
for continuously loading said valve member and stem in the 
direction from the closed to the open positon , and mechani 
cal-latch means positively retaining said valve member and 
stem in said closed position and against loaded displacement 
to said open position , said latch mcans comprising a collect 
with fingers providing body -roforenced restraint against such 
displacement at angularly spaced locations symmetrical about 
the axis of said bore, and latch -release means having an 
axially shiftable cylindrical actuating sleeve element surround 
ing said fingers und guided by tho axis of said bore and 
simultaneously operable to release said latch means at all 
said angularly spaced positions, said sleeve clement having a 
boro with two axially spaced radially inwardly projecting 
cylindrical lands, and said fingers having two axially spaced 
radially outwardly projecting feet which radially about said 
lands in the engaged condition of said latch means, said 
latch means being released upon sleeve displacement of said 
lands axially away from foot-to - land rad {al-abutting relation , 


2 Claims 
An apparatus for measuring distances for jumps in athle 
tic ovents comprising a rectangular metal framo having at 
least one beam with a measuring tapo centrally mounted 
thercon and having a trolley with wheels moving on the 
channel mounted on the said beam , the said trolley boing 
provided with a telescope and a plumb -bob , the said plumb 
bob being attached to the frame of the tolescope perpendi 
cular to the rectangular metal frame; the arrangement being 
such that when the telescope is moved by the trolley on the 
channels , the plumb -bob indicates the measurement on tho 
measuring tape, 
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Drge. — 1 shcol ) 


( Com . 13 pages ; 


Drwgs . 2 slieels ) 


Ind . Class : 


131-C 


& 


206 - E - [GROUPS -XXVIII ( 3) & 

LXI ) 


T 


Int. CI. : G 01 V 1 /28 . 


LI 


170095 


Ind. Class : 89 — [GROUP- XLI(6)] 
Int. Cl. : G 01 N 3 / 40. 

HARDNESS TESTING DEVICE . 


A DEVICE FOR INITIALIZING SEISMIC DATA AC 
QUISITION APPARATUS DISTRIBUTED ALONG A 
SEISMIC PROFILE TO BE EXPLORED . 


Applicant : INSTITUT FRANCAIS DU PETROLE , A 
FRENCH BODY CORPORATE , OF 4 , AVENUE DE 
BOIS -PREAU , 92502 RUFIL -MALMAISON , FRANCE . 


Applicant : AMSTED INDUSTRIES INCORPORATED . 
A CORPORATION OF DELAWARE , OF 44TH FLOOR 
BOULEVARD TOWERS SOUTH , 205 N . MICHIGAN 
AVENUE, CHICAGO , ILLINOIS 60601, U .S . A . 

Inventor : JAIME FLORES POZO . 


Inventors : (1 ) GERARD THIERRY and ( 2 ) JOSEPH 
RIALAN . 

Application No. 566 /Mas / 87 filed August 5 , 1987 . 

Appropriate Office for opposition proceedings (Rule 4 , 
Patents Rules , 1972 ) , Patent Office, Madras Branch , 


Application No. 630 /MAS/ 87 filed Soptember 1, 1987 . 

Appropriate Office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ), Patent Office , Madras Branch . 


4 Claims 


4 Claims 
A hardness testing device comprising 

main frarne adapted to receive a metal wheel to be 
tested , 

adjustable bracing means to secure the metal wheel in the 
main frame. 

grinding means adapted to pass across a section of the 
metal wheel to grind said section , 


A device for initializing scismic data acquisition appara 
tug distributed along a seismic profile to be explored , each 
adapted for collecting signals supplied by sensors , processing 
them and recording them and , on a command from a cent 
ral laboratory , transferring thereto the signals collected over 
a given transmission channel under the control of a prog 
rammable processing member, characterised in that it com 
prises a first control unit having a transmission element 
adapted for transmitting infrared rays modulated by initiali 
zation signals to be transmitted , a reception element adapted 
for demodulating infrared light signals and a programmable 
processing member provided with interface circuits between 
the processing member and the transmission and reception 
eleinents , and a plurality of secondary units associated res 
pectively with the different acquisition apparatus each having 
El transmission element adapted for transmitting modulatai 
infrared signals, an element for receiving the initialization 
signals , coming from the first control unit and interface cir 
culita ( or connecting the transmission element and the recep 
tion element of the secondary unit to the programmable pro 
cessing member of suid acquialtion apparat118 . 


hardness means adapted to be brought into aligoment with 
the ground section of the inetal wheel to test the hardness 
of the metal wheel, 

a single pivot axis mounted on suid main frame, 

a secondary frame to which said grinding means and said 
Hardness testing ineens are mounted . 

and a clamping cylinder mounted to said secondary frame 
such that when said hardness tcsling means is in alignment 
with the ground section of thel metal wheel , said clamping 
cylinder when extended contacta said wheel in A said oppo 
site from said hardness testing means to provide lateral suip 
port to said wheel, 

wherein said secondary frame with said grinding mcans . 
said hardness testing means and said clamping cylindor are 
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mounted to rotate about said single pivot axis , and said grind 
ing means and said harinery testing ineans are mounted at 
a preselected angle 10 cach other. 
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(Com . 10 pages; 


Drwgs . 2 shçels ) 


Iod . Class : 176 -1 & 1 - GROUP -XLV ( 4 ] 


170096 


Int. C : 28 F 1 /00 . 

TUBE SPACING GRID . 


Ind . Class : 205- G & H - GROUP - LVII 

170097 
Int. ( 1 + : B00C 19 . 00 . 

METHOD AND APPARATUS OF MANUFACTUR . 
ING A TIRE , 


Applicant : MAH GUTEHOFFNUNGSHUTTE GMBH , 
A GERMAN CORPORATION , OF BAHNHOFSTR ., 66 , 
4200 , OBERHAUSEN 11, WEST GERMANY . 

Inventor : REINHOLD BECKER , 
Application No . 646 /Mas / 87 filed September 7 , 1987. 
Appropriatc Office for opposition proceedings (Rule 4 , 
Patents Rules . 1972 ), Patent Office. Madras Brünch . 


Applicant : MICHELIN & CIE ( COMPAGNIE GENE 
RALE DES ETABLISSEMENTS MICHELIN ) OF 4 RUE 
DU TERRAL, 63000 CLERMONT - FERRAND , FRANCE , 
A FRENCH COMPANY . 

Inventor : DANIEL LAURENT , 
Application No. 663 /MAS / 87 filed September 10 , 1987. 

Appropriate Olhce for Opposition Proceedings (Rule 4 , 
Putents Rules , 1972 ), Palent Otice , Madras Branch . 


3. Claims 


A tube spacing grid for the guidance of tubes in vapor 
generator, comprising an outer ring with an inner wall hav 
ing an encircling groove , 2 single piece inner ring in said 
groove having an interior planar face with a plurality of 
grid rods receiving slots . a plurality of inter-sccliny grid 
rods having respective ends and ussociated receiving slots , 
said liner ring and said rods having inter engaging longue 
and groovom portions at their associated engaged , cnds said 
outer ring being of at lcast two inter -engaged parts. 

3 - 447 GI/91 


6 Claims 
A method of manufactu ing a tire comprising the steps of 
laying itibber products such as herein described and rein 
forcement elements for progressively building a blank of the 
said tire on a firmn rotatable support. bonding the rubber 
producte of it folating surface by discharging a controlled 
volune of suid rubber products from a chamber through an 
outlet orifice of at least one volupietric extruder by control 
le volume displacement of the said extruder relative to the 
Satill chamber by positioning the sak outlet orfice of tho 
suid chamber adjucent to said rotatable support, laying down 
the said rubber producty continuously on the said rotating 
Surlace , Mircctly honding the said stream of extruded mato 
rial on the said Alanik the tire with a width substantially 
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narrower than the surface of the gald blank by rotating ihe 
said support successively , progressively building tho aald 
blank controlling the volume of the extrusion in relation 
with the rotation of said rotatablo support, controlling the 
Amount of the said rubber products by keeping a predeter 
mined volume of extrusion on each location along the sur 


face of the suid rotating surface where ito rubber products 
are being laid by the said volumetri cruder in relativni 
with the rotation of the said rotatable support and the radius 
of laying, to obtain a profile of the said fire to ho produced 
hy substantial meridiau displacement of the said outlet ori 
fice with respect to the rotation of the wall laying surface , 
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(Com . 16 pages; 


Drwga , 3 sheets ) 


mixture thereof, said compounds (i), ( ii ) or ( iii ) optionally 
having Allers such as silica flyash or gand followed by (6 ) 
preparing a water slurry of pourable consistency from said 
solid composition . 

(Prov . – 6 pages ;) 
( Com . — 9 pages ;) 


Ind. Class : 71-A [GROUP-XXVIII(1)]. 

170098 
Int. C1. ; E 21 C 37 / 00 . 

A METHOD FOR PREPARING AN IN SITU SET 
TABLE AND EXPANDABLE COMPOSITION FOR 
BREAKING ROCK . 

Applicant : IDL CHEMICALS LIMITED ( INBRI DIVI 
SJON P . O . BAG 397 , MALLESWARAM , BANGALORE 
560 003 , INDIA , A COMPANY DULY ORGANISED AND 
EXISTING UNDER THE LAWS OF INDIA . 

Inventors : ( 1 ) Ms, KALPANA SADANAND TELANG , 
( 2 ) Dr. ARSHAD AHMED ( 3 ) Mr. RAJAGOPALAN 
VEDAM and (4 ) Dr . ERODE GANAPATHY MAHA 
DEVAN . 

Application and Provisional Specification No. 666 /MAS / 
87 filod September 14 , 1987 . 

Complete Specification left : August 22 , 1988 , 
· Appropriate Office for Opposition Procecdings (Rule 4 , 
Patents Rules , 1972 ), Patent Office, Madras Branch . 


Ind . Class : 65- A — ILVII ( 2 ) ] 

170099 
Int. C1.- : H 02 M 7 /04 . 

A STATIC CONVERTER APPARATUS. 
Applicant : MERLIN GERIN , A FRENCH COMPANY 
OF RUE HENRI TARZE , F 38100 GRENOBLE CEDEX . 
FRANCE . 

Inventors : (1 ) JEAN -NOFL FIORINA and ( 2 ) HERVE 
DENTS , 

Application No. 787/MAS / 87 filed October 30. 1987. 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patents Rules , 1972 ) . Patent Office . Madras Branch 


5 Claims (No drawing ) 


A method for preparing an in situ settable and expand 
Able composition for use in breaking rocks which comprises . 

(A ) Preparing a solid composition , hy admixing (A ) 10 to 
500 by weight of free calcium oxide and ( b ) 50 to 90 % 
by weight of hydraulic setting compounds selected from : 

( i) bicalcium silicate or tricalcium silicate compounds or 
( ii) plaster of paris or ( iii ) calcium hydroxide or ( iv ) any 


4 Claims 
A static converter apparatus , comprising : external housing 
connected to a ground for housing said static converter ; a 
plurality of inputs connected through said external housing 
to said static converter , at least one of said plurality of in 
puts connected to a power main and at least another of said 
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plurality of inputs connected to a battery ; and at least one a direction perpendicular to the inclined surface of the 
output from said static converter connected through said ex 

second part and thus inclined with respect to tho vertical . 
ternal housing to a user device ; wherein a protoctivo Alter is 
located inside said converter for protecting against high - fre 
quency disturbancos , vaid filter containing an Internal refe 
ronce plane electrically insulated from said housing and 
functioning as a ground plane for compononts within said 
converter ; and a plurality of filtering capacitors , ono con 
nocted between said power main input and bald filter ono 
between said battory input and said Alter and one between 
said Alter and said output . 


I ! 


- 


- 


- 


- 


- 


- 


. 


manero 


75 


wewe 


26 


" 


SIC 


(Com . 9 pages; 


Drwgs. 2 sheets ) 


( Com . 9 pages ; 


Diwps . 2 shcots ) 


Ind . CI. : 201 C . 
Int. Cl.* : CO2F 14 / 10 . 


170100 


Ind . Class : 157- D6 (c )-- [GROUP - L ] 
Int. C1.* : E 01 B 11 / 00 . 

RAIL CLIP ASSEMBLY. 


A PROCESS FOR PRODUCING A SLUDGE SUIT 
ABLE FOR THE USE IN PURIFICATION OF RAW 
WATER FROM SEWAGE OR INDUSTRIAL EFFLU 
ENTS . 


Applicant and Joventory : SUDHENDU KUMAR BISWAS 
of Y2 - 23 , Sarojini Nugar, New Delhi- 110023 and ABUL 
FAIZ SYED ABDUI. AOWAL of 1650 , Gulabi Bagh , 
Delhi- 110007, India , both Indian Nationals . 

Application for Patent No . 41 DEL 1986 fled on 15 JAN 
1986 . 


Applicant : GIL INTERNATIONAL LIMITED , OF BUT 
TERFIELD HOUSE , P . O . BOX 219 , GEORGE TOWN , 
GRAND CAYMAN , A BRITISH COMPANY . 

Inventor ; IAN MCGREGOR MARCHANT. 
Application No. 872 /Mas / 87 filed December 3 , 1987 . 

Convention date ; December 17, 1986; (No. 8630068 ; 
Great Britaill ). 


2 


Complete Specification left on 15 JUL 1987 . 
Post -dated to 15 JUL 1986 . 

Appropriate office for opposition proceeding (Rule 4 , 
Patents Rules 1972 ) Patent Office Branch , Now Delhi 
110 00 $ . 


4, 


Appropriate Office for Opposition Proceedings (Rule 
Patents Rules, 1972 ) , Patent Office , Madras Branch . 


4 Claims 


2 Claims 
A process for producing a gludat suitable for the use in 
the purification of raw water from sowage or industrial 
effluents which comprises in reducing the pil of sludge , ob . 
tained from sewage or industrial wastes, to a pH 1- 1 by 
adding theroto 1 N or 3N of an acid such as sulphuric 
acid . 


(Provisional Specification 18 pages ). 
(Complete Specification 20 pages ) . 


A rail clip assembly for sccuring a rail to a rail support 
surface , comprising a first part adapted to be attached to the 
rail support surface adjacent the rail , a second part overly 
ing the first part and having a lateral surface for abutinent 
with a lateral face of the rail , and fixing moans for fixing the 
second part to the first part independently of attachment of 
the first part to the tail support surface, wherein the parts 
have aligned apertures therethrough through which the fir 
ing means extends, one of the apertures being clongato to 
enable the second part to assume different positions relativo 
to the first part, the elongate aperturo extending in a direc 
tion inclined at an acute angle to the longitudinal direction 
of the rail , the first and second parts having cooperating 
laterally directed surfaces which are abutted in all relative 
positions of the parts for transmitting to the first part late 
Tally directed forces applied to the second part by the rail , 
he said laterally extending surfaces extending parallel to 
the direction of extent of the elongate aperture , the first 
part having parallel upper and lower gurfaces , the second 
part having an upper surface which , adjacent the aperture , 
is inclined to the horizontal away from the direction of 
approach of the cooperating laterally directod surfaces to the 
rail, and the lizing menns extending through the apertures in 


Ind . Cl. : 40B 188. 

170102 
Int. C1. : C23C 16 / 40 . 

METHOD OF PRODUCING TRANSPARENT HAZE 
FREE TIN OXIDE COATING ON A SUBSTRATE SUCH 
AS GLASS 

Applicant : M & T CHEMICALS INC ., of One Wood 
bridge Center Woodbridge, New Jersey 07095 United States 
of America . 

Invontor : GEORG HEINRICH LINDNER , 
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Applicatiin for Patent 
April 1986 . 


No. 384 /DEL / 86 filed on 29th 


( CLAIMS-9 ) 


4 . 


Appropriate ullice for oppositun proceedinu5 Rue 
Patcnt Rule 1972 ) Patcnt Oflice Brunch , New Delhi- 5 , 


+ Claims 
A method for producing it rinsparent, hae-1rec tin oxide 
coating on a substrate sich as glass which comprises V & ) 
rizing monophenyltin trichloride and contacting Site Vinox 
in an oxygeil- containing ulinosplicre with Said substrate at an 
elevated substrate lcmperature as herein defined . 


A process for preparing i micut analogue , from vegetable 
proteins conipiising the steps ol; 

Preparing it inixture of vegetable pluicin of at least 10 % 
Vital whdat kluten op dry weight basis and the balance proteio 
derived from other vegetable sources as described herein and 
Kuding theroto water j1 an amount between 25 % to 65 % 
by weight of the total mixed ingredients : 

heating said inixiure to about the boiling point of the wiler 
of suid mixture ; 
further heating suid mique 10 cxpand in three dimensions 

mixture is increased by at least 
350 , in excess of the original volume: and 


(Complete Specification 12 pages . 


Drwgs 1 sieel ) 


oriculing the mixture by turcing the expanded mixture 
Tardiyi in two dimensions while allowing free movement in 
the third dimension to affcct a lcduction in cross - sectional 
area by at least 25 % of the original cross-sectivnal area . 


( COMPLETE SPECIFICATION - 38 PAGES 


DRAWING 
16 SHEETS ) 


Ind . ( 1, : 134A , C , 1580 R 160A . 


Ind , Cl,i 3A , 

170103 
Int. Cl. : A21C 3 / 04 . 

AN IMPROVED METHOD FOR THE MANUFA 
TURE BY EXTRUSION OF EXTRUDED FOODSTUFIS 
WITHOUT EVAPORATIVT LOSS OF THE FAT, FLA 
VOURING OR AROMATIC CONTENT OF THE FOOD 
STUFFS BEING EXTRUDI: 0 ). 

Applicant ; HEINZ SCHAAF NAHRUNGSMITTEL - EX 
TRUSTECHNIK of Quellenweg 14 - 1- 19a 6277 Bad Cam 
berg - Obergelters , Wcal Germany, a company organised and 
oxisting under the laws of the Federal Republic of Ger 
депу. 
Inventor : HHINZ -JOSEF SCHAAF . 

Application for Patent No. 400 DEL 86 filed on 02 MAY 
1986 . 

Appropriale oluce for opposition proceedings (Rule 4 , 
Patents Rules 1972 ) Patent Office Branch , New Delhi 
110 005 . 


Int. 01 . ; 1620 55 / 00 & 55 /075 . 


AN ARTICULATED VEHICLF . 


T 


Applicant & Inventor : THE SECRETARY OF STATE 
FOR DEFENCE IN HER BRITANNIC MAJESTY S 
GOVERNMENT OF THE UNITED KINGDOM OF 
GREAT BRITAIN AND NORTHERN IRELAND , a 
British - Corporation Sole of Whitehall, London SWIA 2HB, 
Fngland . 


4 Claims 


Application for Patent No. 949 /DEL / 86 filed on 28th 
October 1986 . 

Convention date October 29th / 1985,; 8526602 /U .K . 

Appropriate obiice lui opposition proceedings (Rule 4 , 
Patent Rule 1972 ). alcnt oilice Branch . New Delhi- 110005 . 


An improved method for the manufacture by extrusiu 
of extruded foodstuffs without evaporative loss of the fat, 
flavouring or aromatic content of the foodstuil s being ex 
truded which conprises forming a dough - like mixture of 
carbohydrates , protein , fats and promatic substances with 
water or other liquid , furcing said dough undor pressure and 
at a temperature higher than the evaporation temperature of 
the liquid in said dough thiough said nozzel, said dough 
oxpanding on emergence though said nozzel with a conse 
quent tendency for evaporation of the liquid content there 
of , characterised in that there is crated in any known man 
ner about the opening of said nozzel a zono of reduced pros 
sure and said foodstuf product is extruded thereinto where 
by expansion of the extrudate lakon placc but evaporation of 
its liquid content is prevenſed . 
(Complete Specification 7 pages . 

Drawing shect i) 


7 Claims 
In Articulated vehicle comprising . 


two separalo vehicle upits ( 1, 2 ) each provided with a single 
full width independently drivable track ( 3 ) 


har en egen o m te doen 


an articulation mechanism interconnecting the two vehicle 
units ( 1, 2 ) in tandem arrangemønl, the said mechanism inclu 
ding a yaw pivot ( 16 ) enabling relative rotation of the two 
vehicle rinjts Ahout a JAW Hxis ( Y ) through thc yaw pivot 
said axis being substantially verticle and offset from the 
centre lines of the two vehicles units when the vehicle is on 
fat horizontal ground and 

steering means for controlling the said relative rotation 
of the vehicle units about the yaw axis by the application 
of a velocity differential hetween the two tracks. 


Ind . Cl. : 83 A3 & 83 B5. 

170104 
Int. C1 . : A231 1 /31 . 

A PROCESS FOR PREPARING A MEAT ANALOGUE , 
FROM VEGETABILF PROTEIN . 


Applicant : INTERNATIONAL FOODS CORPORATION 
FORMERLY KNOWN AS MYOPLEX INTERNATIONAL , 
CORPORATION 6 , NEW ENGLAND EXECUTIVE PARK 
BURLIGTON MA 01803 , U . S . A . 


- JITTE 


Inventor : GUY D . T . NGUYIN . 

Application for Patent No . 882 /DEL /86 filed on 3rd Oc 
lober . 1986 . 

Appropriate office for opposition proceedings ( Rule No. 
Patent Office Branch , New Delhi-5 ) . 


( COMPLETE SPECIFICATION -11 PAGES DRAWING 

ONE SHEETS ) 
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Applicant ; COLGATE - PALMOLIVE CAMPANY , of 
300 Park Avenue, New York , New York 10022 , U . S . A . , a 
corporation organised under the laws of the State of 
Duelaware , U . S . A . 


Ind . Cl. : 85G . 

17.0106 
Int. CI . : C21D 9 / 70 . 

AN IMPROVED CERAMIC FIBRE SEAL FOR SOA 
KING PITS , 

Applicant : STLEL AUTHORITY OF INDIA LTD ., 
RESEARCH & DEVELOPMENT CENTRE FOR IRON 
AND STEEL , having ils Registered Office at Ispat Bhavan , 
Lodhi Road , New Delhi- 110003 , India , a Govt. of India 
Enterprise ) . 


Inventor ; HEIDRUN ELKE MAAŞER . 

Application for Patent No. 33 DEL 1987 filed on 27 JAN 
1987 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 005 . 


luiventors ; KAJINDER SINGH DAHIYA . MAHADEO . 
TAPAN KUMAR PAL , ANUP KUMAR BHATTA 
CHARYA & AJOY KUMAR DASGUPTA . 

Application for Patent No. 1095 / DEL / 86 Aled on 12th 
December 1986 . 

Complete Specitivation lett on 29th Februray, 1988 . 

Appropriate office for opposition proceedings (Rule 4 
Patent Rulc 1972 ) Patent office Branch , New Delhi-5 


( CLAIMS- 14 ) 
A liquid detergent composition for simultaneously cleaninx 
and softening fabrics comprisiog four essential ingredients , 
1 to 30 % by weight of an alkyl glycoside to improve deter 
gency efficacy and softening properties in the presence of 
2 to 8 % by weight of a quaternary ammonium softening 
compound such as herein described , 8 to 25 % by weight of 
anionic surfactant such as herein described and 1 to 12 % 
by weight of noniodic surfactant such as herein described 10 
an aqueous carrier such as herein described . 

( COMPLETE SPECIFICATION 23 PAGES ) 


( CLAIMS- 11) 
An improved ceramic fibre seal for soaking pits of an 
integrated steel plan which comprises a U - shaped refractory 
curb block ( 25 ), 4 flat scaling casting (22 ) and a layer of 
ceramic fibre and refractory bricks ( 40 ) said curb block 
being laid in alignment on the top of the pit wall to match 
the pit over , said casting being attached to said pit cover 
and has face of said casting being embedded inside said 
leryer of ceramic fibre . 


hra 


Ind . C ). ; 32A . 

170108 
Int. C14 : C07C 91./ 00 . 

A PROCESS FOR PREPARING AMINO COMPOUND . 

Applicant : BAYER AKTIENGESELLSCHAFT, a body 
corporate organised under the laws of tho Federal Republic 
of Germany, of Leverkusen , Bayerwerk Federal Republic of 
Germany. 

Inventois : HORST JAGER , WOLFGANG HARMS 
AND KARL JOSEF HERD . 

Application for Patent No. 629 DEL 87 filed on 23 JUL 
1987, 

Divisional to Application No. 11 DEL 1985 filed on 08 
JAN 1985 . 

Appropriate office for opposition proceedings ( Rule 4 , 
Patonts kules, 1972 ) Patent Office Branch , New Delhi 
110 005. 


22 


CEIP 


MW 


40 


2. Claims 
A process for preparing an amino compound for formula 
V of the drawings 


AN 


www 


www. 


24 


- 


. 


CRUCE 


Formula V 
HANY SO₂ CH₂ CH₂OH 


X - Y - OH 


( PROVISIONAL SPECIFICATION -11 PAGES 

DRAWING -3 SHEETS ) 
( COMPLETE SPECIFICATION - 16 PAGES) 


wherein X - NRg, O or S, Rz - H Or optionally substituted 
C .-C . - alkyl ; such as herein described Y = Cy-Co- alkylene 
which is optionally substituted or interrupted in the alkylene 
chain by hereto atoms, characterised in that the nitro group 
in nitro compounds of the formula X of the drawings . 


Formula I 

SO2CH2CH2OH 


Ind . Cl.: 1704 . 

170707 
Int. Cl . : CUD 1 / 00 . 

A LIQUID DETERGENT COMPOSITION FOR 
SIMULTANEOUSLY CLEANING AND SOFTBNING 
FABRICS. 


· X - Y - OH 
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wherein X and Y are defined above iş reduced to an amigo OPPOSITION PRUCELDINGS UNDER SECTION 25 
group with customary reducing agents for aromatic nitro 

Tu uppunition entered by M , 
groups . 

kaj Industries 10 the 
THUL DI Jilent MPPucasoil NO . 1oJo nude dry 

LITOS . Challuci un d oneu In Te Gavelo OL India , 
( Compl. Specn . 20 pages . 

Drawiog 10 sheets ) 

Pul 111 , SELLIOU U4lcd von July 1989 has been allowtu 
and tile Applicat101 lor Palent No . 163963 has been 

Teluxcxi. 
Ind . Çl. : 92 D . 

170109 
Int. Cl. : A23B 9 / 00 . 

The Oppositioji antccal by Vikram Forgings & Allied 

Industries ( livate Limicu lo we grant ol a Palout 012 Appu 
IMPROVED SEED - COATING COMPOSITION . 

cation No . 10470 mudc y Trade & Industry Privato 

Linutcd us 10led in Live Güzetic of India , Part , Section 
Applicant : SOLVAY & CIF , A BELGIAN COMPANY , I watcd 3rd feoruluiry , 1940 has been dismissed and it is 
OF , RUE DU PRINCE ALBERI, H - 1050 BRUSSELS, ordered uut ine Complete Specification shall be amended 48 
BELGJUM . 

shown in the annexure ana the lipal order rogarding the 

status of the instant application shall be deferred tul tho 
Inventors : IGNACE GAGO & RENE DETROZ . 

decision of the another opposition pending thoreot. 
Application for Patent No . 912 /Del / 87 filed on 19th 
October 1987 . 

The Opposition entered by Research , Designs & Standard 

Organisation to the granil 01 Patent on Application No. 
Divisional to Application No. 937 /Del /84 filed on 12th 16 / 700 made by Vosston -Werke GmbH as notified in the 
December 1984 . 

Gazelle of India , Part 111, Section 4 dated 22nd June 1991 

has been treated as abandoned and it is ofæered that the 
Appropriato ollicc for opposition Procecdings ( Rulo 4 , 

Application for Patcni No . 16 / 700 shall be scaled with some 
Patcoc kule 1972) Palent Oitice Branch , New Delhi- 5 . 

amendmonts in the specifications. 


16 Claims 


Refusal Under Sectiou - - 15 
Application ius Patent « Dalc. Name of the Applicant and 

Result 


A seed -coating composiiton which is resistant to embritule 
ment and dry crumong and strongly adherent to the sceds 
which comprises an admixture ol from 0 . 1 % to 70 % by 
weight of a polyester such as herein described , thc molting 
point of which does not cxceed 8O C , and the balance one 
or more non - phytotoxic Additives of the kind heroin des 
cribed . 


107 , / Mas - o9 , Datec 101h Febriary 1989 .- Astra Research 
Cemic India - Reluscc vide order dated 11th December 1991 
of Asstt. Controller of Patents & Designs, Patent Office 
Branch , Madras . 


Compl. Spocn , 16 pages 


Drawing Nil 


53 / Mos - 90), dalu isth January 1990 - Astra. Research 
Ccnire India -Refused vice ordor dated 13th December 
1991 of Anstt . Controller of Patcnte & Design , Patent 
Ollice Branch , Madras. 


170110 


Jud . Cl. : 188 
Int. a . : 0230 16 / 40 . 


METHOD OF PRODUCING TRANSPARENT, HAZL 
FREE TIN OXIDE COATINGS ON A SOBSTRATE . 


Applicant : M & T CHEMICALS , INC ., A CORPORA 
TION ORGANISED AND EXISTING UNDER THE 
LAWS OF THE STATE OF DELAWARE , UNITED 
STATES OF AMERICA , OF ONE WOODBRIDGE CEN 
TER , WOODBRIDGE , NEW JERSEY 07095 . UNITED 
STATES OF AMERICA . 


PATENIS SEALLD 
152453 159985 1620 .1 106741 167139 167140 167547 167592 
167593 167624 107626 167627 167643 167644 167772 167847 
167800) 107870 107089 167890 167896 167900 167912 167918 
167919 167930 1673 167933 107936 16798 107939 167958 
167959 167966 167970 167976 168010 168020 168050 168095 
168096 168047 168098 1680 168120 168124 168130 168136 
168140 108193 160214 108216 168218 168219 168223 168224 
168227 168241 168245 168251 168261 168262 168263 168268 
168269 168270 168271 168273 168277 168278 168281 168284 
168285 . 
Cal - - 30 
Del - 21 
Mab - - 14 
Dom - 08 . 


Inventor : GEORG HEINRICH LINDNER . 

Application for Patent No . 1121/ Del /88 filod on 19th 
December 1988 . 

Divisiopal to Application No . 384 / Del/ 86 filed un 29th 
April 1986 . 


4 


Appropiate oltice for opposition proceedings (Rule 
Patent Rule 1972 ) Patent Office Branch , New Delhi-5 . 

Anledated lu 29th April 1986 . 


REGISTRATION OF ASSIGNMENIS LICENCES ETC . 

(PATENTS ) 
Assiymienty , Licences or other transactions affecting the 
interests of the, Original Patentees have been registered in the 
following case . The number of each case is followed by the 
names of the Parties clauning intorests . 

156346 - Tube Investinents of India Limited , 


5 Claims 


A method for producing a transparent. haze - free tin oxide 
coating on a substrate such as hereinbcfora described which 
comprises vaporizing monophenyltin trichloride and contact 
ing said vapor in an oxygen - containing atmosphere with sain 
substrate at an elevated substrate temperature as herein 
definod to form an indercoat and thereafter doposiling by 
any conventional method such as hereinbofore defined said 
tin oxido coating thereon , whereby tho tin oxide overcoat 
assumes the haze -free characteristics of said undercoal, 


RENEWAL FEES PAID 
119827 149997 150074 150105 150229 150499 150716 150767 
150709 151050 15144 ,5 151456 151681 151842 151945 151961 
152023 152147 152292 152704 152922 153034 153110 153215 
153345 153410 153615 153663 153732 153736 153740 154099 
154138 154155 154526 154540 154807 154817 154890 155577 
155578. 155625 155686 155956 156005 156010 156143 156183 


(Compl. Speçn . 14 pages. 


Drawing 1 shoet ) 


PART I — SEC . 21. 


THE GAZETTE OF INDIA , FEBRUARY 8 , 1992 (MAGHA 19 , 1913 ) 
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- 


- 


- - - - - - - 


- 


- 


- 


- 


REGISTRATION OF DESIGNS 


The following lesteny liave been registorcd . They are not 
ujen lo inspection for a period of two years from the date of 
Invistation excopt as provided for in Section 50 of the 
Design Act, 1911 . 


The date abowi la the each catry is the date of the rogly . 
lintion of the design included in the entry . 


136677 136875 157019 157052 157403 137433 157465 157572 
137681 157722 157855 158125 158507 158947 158949 199198 
1.59223 159236 159237 159267 159609 159610 159871 15987.1 
159876 16015 | 16A53 160 . 166 100370 160725 160967 160909 
160986 161242 16125 101381 161108 161721 161726 101740 
161983 162154 1621.58 162262 162342 162400 162 $64 162619 
162750 162812 162823 162839 162861 162986 163004 16301,3 
163014 163080 163087 163130 163142 163191 163194 163195 
163228 163294 163310 163311 163341 163353 163359 163361 
163362 163363 163371 163404 163426 163545 163573 163602 
163858 163965 164200 164259 164293 164331 164369 164473 
164668 164729 164891 164893 164919 165281 165321 165386 
165469 165488 165596 165607 165669 165693 165825 165941 
165942 165943 165944 165949 166027 166032 166051 166052 
166176 166179 166191 166236 166237 166239 166262 166265 
166494 166495 166503 166506 166525 166569 166577 166622 
166644 166646 166647 166648 166697 166708 166841 166843 
166844 166891 166931 167053 167054 167091 167095 167100 
167122 167141 167142 167148 167149 167150°167174 167179 
167192 167198 167211 167212 167215 167236 167254 167262 
167283 167287 167288 167311 167321 167322 167323 1673407 
167368 167384 167404 167405 167406 167431. 167433 167436 
167438 167782 169254 . 


Class 1. No. 163260 . Raju Joscph of Managing Partner of 

S . J . M . Tyre Equipments , P . B . No. 7119 , Perlyar 
Nagar , Coimbatore-641045 , Tamil Nadu , India , 
an Indian National, “ Precured Tread Ro-builder " . 
May 27 , 1991. 


Clagg 1 . No . 163261. Raju Joseph of Managing Partner of 

J . J . M . Tyre Equipments , P . B . No. 7119 , Pariyar 
Nagar, Coimbatore -641043 , Tamil Nadu , India , 
an Indian National . " Inspection use in retreading 
tyres " . May 27 , 1991. 


Class 1. No. 163262 . Raju Joseph of Managing Partner of 

J.J.M . Tyro Equipdients , P . B . No. 7119 , Pariyar 
Nagar , Coimbatore-641045 , Tamil Nadu , India , 
an Indian National. Tyre Buffing Machine" . 
May 27 , 1991 . 


VHS 


AMENDMENT PROCEEDINGS UNDER SECTION -57 

The amendments proposed by KSB Aktiengesellschaft of 
Johann - Klein - Strasse in respect of application for Patofit 
No. 166705 An advertised in part III, Section, 2 of the Gazette 
of India dated the 22nd December 1990 have been allowed . 


Class 1. Nos. 163310 to 163312 . The Jay Engineering Works 

Limited of 23 , Kasturba Gandhi Marg . New 
Delhi-110001 , India . " Sewing Machino " . Juno 
12 , 1991. 


Clase 3 . No , 163288. Weston Electronics Limited , Okhla 

Industrial Estate , New Delhi- 110020 , India , un 
Indian Company. " Cabinet of Television " , June 
5 , 1991 . 


CESSATION OF PATENTS 
154545 154546 194548 154550 154551 154553 154564 154566 
154567 154568 154570 154576 154580 154581 154583 154586 
154587 154588 154590 15459 $ 154602 154603 154605 154607 
154608 154613 154617 154619 154621 154623 154630 154632 
154633 154635 154637 154538 154648 154652 154653 154654 
154658 154659 154660 154661 154662 154667 154668 154671 
154676 154677 154678 154680 154683 154684 1 .54691 154692 
154697 154698 154699 154701 154706 154707 154712 154713 
154714 154717 154719 154720 154723 154731 154733 154734 
154735 154739 154745 154751 154755 154756 154761 154763 
154765 154766 154768 154773 154774 1,54775 154781 154782 
154783 154787 154788 154791 154800 154801 154803 154804 
154806 154809 154812 154813 154818 154823 154826 154827 . 


Class 7 . No. 163303 , L . V . Sham Cottage Industries , 2292 / 

2 . Inside Gate Hakiman , Amritsar - 143001 , Punjab , 
India , Indian Partnership Firm . " Torch " . Yung 
10), 1991 , 


CESSATION OF PATENTS 
161471 162293 165212 166711 16 842 . 


Clasa 3 . No , 163502 . Tagatjit Industries Limited , Indian Com 

pany, 5th floor, Bhandari Houso . 91 -Nehru Place . 
New Delhi- 110019, India . " JAT " August 6 , 
1991. 


REGISTRATION OF ASSIGNMENTS , LICENCES ETC . 

(DESIGN ) 


("lasa 3. No. 163524 . Freemans Measures Ltd .. Indian Co ., 

Ferozeporo Road . Ludhiana - 141001, Punjab , 
India . " Knife " . August 16 , 1991 . 


Assignments , licences or other transaction affecting the 
interest of the original proprietors have been registered in the 
following cases . The number of each case is followed by the 
names of the applicants for registration : 


Class 5 . No. 163286 . Huresh Mehta , Jayant House , Bail 

Bazar , Andheri-Kurla Road , Bombay - 400070 , 
Maharashtra , India , Indian National " T 
lune 5 , 1991. 


155372 
161619 
161094 
161001 
160815 
160099 


No . and Name 

Sunil Chura , 
Trading ile Anulious Britis , 
4 , Molligan . 
Delhi- 110007 , 
Indio Injian Nutjonil . 


R . A , ACHARYA 
Controller Generul of Patents , Designs and 

Trade Marka 


- - - - 


- - 


- - 


- - - - - 


- - - 


- - -- - - 
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